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Class A EMC Statements
FCC Part 15

NOTE This equipment has been tested and found to comply with the limits for a Class A digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against
harmful interference when the equipment is operated in a commercial environment. This equipment
generates, uses, and can radiate radio frequency energy and, if not installed and used in accordance with
the instruction manual, may cause harmful interference to radio communications. Operation of this
equipment in a residential area is likely to cause harmful interference in which case the user will be
required to correct the interference at his own expense.

ICES-003

This Class A Interference Causing Equipment meets all requirements of the Canadian Interference
Causing Equipment Regulations ICES-003.

Cet appareil numérique de la classe A respecte toutes les exigences du Reglement sur le matériel
brouilleur du Canada.

For Users in Germany

We hereby certify that the uninterruptible power system (QFES 850 VA, 1.15 kVA, 1.4 kVA, 1.8 kVA,
2.1kVA, and 3.1 kVA; QFER 1.8 kVA, 2.1 kVA, 3.1 kVA, 4.3KkVA, and 7kVA) complies with the RFI
suppression requirements of Vfg. 243/1991 and Vfg. 46/1992. The German Postal Service was notified that
the equipment is being marketed. The German Postal Service has the right to retest the equipment and
verify compliance.

Hiermit wird bescheinigt, daf3 die unterbrechungsfreie Stromversorgung (QFES 850 VA, 1.15 kVA,
1.4KkVA,1.8kVA,2.1kVA, and 3.1 kVA; QFER 1.8 KkVA, 2.1 kVA, 3.1 kVA, 4.3kVA, and 7kVA) in
Ubereinstimmung mit den Bestimmungen der Vfg. 243/1991 und Vfg. 46/1992 funkentstért ist. Der
Deutschen Bundespost wurde das Inverkehrbringen dieses Gerites angezeigt und die Berechtigung zur
Uberpriifung der Serie auf Einhaltung der Bestimmung eingerdumt.

Eaton reserves the right to change specifications without prior notice. Eaton, Powerware, FERRUPS, and
CheckUPS are registered trademarks and EnviroCom is a trademark of Eaton Corporation or its
subsidiaries and affiliates. Microsoft and Windows are registered trademarks of Microsoft Corporation.
HyperTerminal is a registered trademark of Hilgraeve. TeleVideo is a registered trademark of TeleVideo,
Inc. WYSE is a registered trademark of WYSE Technology Inc. All other trademarks are property of their
respective companies.

©Copyright 1997-2010 Eaton Corporaton, Raleigh, NC, USA. All rights reserved. No part of this document
may be reproduced in any way without the express written approval of Eaton Corporation.
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Chapter 1

Introduction

The Eaton® FERRUPS® Rack Mount uninterruptible power system (UPS)
series provides unmatched reliability in configurable power protection for
computers and telecommunications equipment. Patented ferroresonant
technology delivers "“bulletproof” power protection against spikes, sags,
surges, noise, and lightning. This UPS represents a breakthrough in the
design of advanced, online UPSs.

Providing outstanding performance and reliability, the FERRUPS Rack
Mount's unique benefits include the following:

e Active voltage regulation converts power from almost any AC source
into computer-grade power.

e Eliminates harmful harmonic currents from entering a building's
wiring where they can disrupt computer operations.

e Enhanced diagnostics initiates automatic startup and scheduled tests
on the logic board, battery, and other critical systems.

e Provides regulated output voltage without drawing power from
batteries, keeping the batteries fully charged from unexpected
blackouts.

e Complete offering of power management software included to
ensure data integrity.
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Chapter 2 Safety Warnings

IMPORTANT SAFETY INSTRUCTIONS
SAVE THESE INSTRUCTIONS

This manual contains important instructions that you should follow during installation and
maintenance of the UPS and batteries. Please read all instructions before operating the
equipment and save this manual for future reference.

AUTHORIZED SERVICE PERSONNEL ONLY. There are NO USER SERVICEABLE PARTS
inside the UPS.

A This UPS contains LETHAL VOLTAGES. All repairs and service should be performed by

A * This UPS contains its own energy source (batteries). The output receptacles may carry
live voltage even when the UPS is not connected to an AC supply.

* Do not remove or unplug the input cord when the UPS is turned on. This removes the
safety ground from the UPS and the equipment connected to the UPS.

* To reduce the risk of fire or electric shock, install this UPS in a temperature and humidity
controlled, indoor environment, free of conductive contaminants. Ambient temperature
must not exceed 40°C (104°F). Do not operate near water or excessive humidity (95%
max).

* To comply with international standards and wiring regulations, the total equipment
connected to the output of this UPS must not have an earth leakage current greater than
1.5 milliamperes.

CAUTION
® Batteries can present a risk of electrical shock or burn from high short-circuit current.
Observe proper precautions. Servicing should be performed by qualified service
personnel knowledgeable of batteries and required precautions. Keep unauthorized
personnel away from batteries.

* Proper disposal of batteries is required. Refer to your local codes for disposal
requirements.

* Never dispose of batteries in a fire. Batteries may explode when exposed to flame.

w
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SAFETY WARNINGS

Sikkerhedsanvisninger

VIGTIGE SIKKERHEDSANVISNINGER
GEM DISSE ANVISNINGER

Denne manual indeholder vigtige instruktioner, som skal fglges under installation og
vedligeholdelse af UPS'en og batterierne. Laes venligst alle instruktioner inden betjening af
udstyret og gem denne manual mhp. fremtidige opslag.

A Denne UPS indeholder LIVSFARLIG HBJSPZANDING. Alle reparationer og vedligeholdelse bar
kun udfares af en AUTORISERET SERVICETEKNIKER. Ingen af UPS'ens indvendige dele kan
repareres af brugeren.

ADVARSEL!

A ¢ Denne UPS indeholder egen energiforsyning (batterier). Udgangsnetstikkene kan lede
strem, selv nér UPS'en ikke er tilsat en AC-energikilde.

¢ Netledningen mé ikke fjernes og stikket ma ikke treekkes ud, mens UPS'en er teendt.
Dette fjerner sikkerhedsjorden fra UPS'en og fra det udstyr, der er sat til.

* Installér denne UPS i et temperatur- og fugtighedskontrolleret indendgrsmiljg, frit for
ledende forureningsstoffer for at formindske risikoen for brand og elektrisk stad.
Rumtemperaturen ma ikke overstige 40°C. UPS'en bar ikke betjenes neer vand eller hgj
fugtighed (maksimalt 95%).

* | overensstemmelse med internationale normer og bestemmelser for el-installation ma
det udstyr, der er forbundet til udgangen af denne UPS, tilsammen ikke overskride en
jordafdelingsspaending pa mere end 1,5 milliampere.

ADVARSEL
® Batterierne kan give risiko for elektrisk stad eller brandsar forarsaget af hgj
kortslutningsstram. Overhold geeldende forsigtighedsregler. Servicering skal udfares af
kvalificeret servicepersonale med kendskab til batterier og geeldende forsigtighedsregler.

Hold uautoriseret personale vaek fra batterierne.

* Korrekt bortskaffelse af batterier er pakraevet. Overhold gaeldende lokale regler for
bortskaffelsesprocedurer.

o Skaf dig aldrig af med batterierne ved at breende dem. Batterierne kan eksplodere ved
aben ild.
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SAFETY WARNINGS

Belangrijke Veiligheidsinstructies

BELANGRIJKE VEILIGHEIDSINSTRUCTIES
BEWAAR DEZE INSTRUCTIES

Deze handleiding bevat belangrijke instructies die u dient te volgen tijdens de installatie en
het onderhoud van de UPS en de accu's. Lees alle instructies voordat u de apparatuur in
bedrijf neemt en bewaar deze handleiding als naslagwerk.

A Deze UPS bevat LEVENSGEVAARLIJKE ELEKTRISCHE SPANNING. Alle reparaties en
onderhoud dienen UITSLUITEND DOOR ERKEND SERVICEPERSONEEL te worden uitgevoerd.
Er bevinden zich GEEN ONDERDELEN in de UPS die DOOR DE GEBRUIKER kunnen worden
GEREPAREERD.

A * Deze UPS bevat zijn eigen energiebron (batterijen). De uitgangsaansluitingen kunnen
onder spanning staan wanneer de UPS niet op een wisselstroom voeding is aangesloten.

* Verwijder de ingangsnoer niet of haal de stekker van de ingangsnoer er niet uit terwijl de
UPS aan staat. Hierdoor zou de UPS en uw aangesloten apparatuur geen
aardebeveiliging meer hebben.

* Teneinde de kans op brand of elektrische schok te verminderen dient deze UPS in een
gebouw met temperatuur- en vochtigheidregeling te worden geinstalleerd, waar geen
geleidende verontreinigingen aanwezig zijn. De omgevingstemperatuur mag 40°C niet
overschrijden. Niet gebruiken in de buurt van water of bij zeer hoge vochtigheid (max.
95%).

¢ (Om aan de internationale normen en bedradingsvoorschriften te voldoen mag de gehele
apparatuur die op de uitgang van deze UPS is aangesloten, geen aardlekstroom van
meer dan 1,5 milliampere hebben.

OPGELET
* Batterijen leveren gevaar op voor elektrische schokken en kunnen brandwonden
veroorzaken door een grote kortsluitstroom. Neem de juiste voorzorgsmaatregelen in
acht. Het onderhoud moet worden uitgevoerd door bevoegde onderhoudsmonteurs die

verstand hebben van accu's en op de hoogte zijn van de vereiste voorzorgsmaatregelen.
Houd onbevoegden uit de buurt van de accu's.

¢ De batterijen moeten op de juiste wijze worden opgeruimd. Raadpleeg hiervoor uw
plaatselijke voorschriften.

* Nooit batterijen in het vuur gooien. De batterijen kunnen ontploffen.

(4]
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SAFETY WARNINGS

Tarkeita Turvaohjeita

TARKEITA TURVAOHJEITA - SUOMI
SAILYTA NAMA OHJEET

Tama kayttoohje siséltaa tarkeitd ohjeita, joita on noudatettava UPS-virtaldhteen ja akkujen
asennuksen ja huollon yhteydessa. Lue kaikki ohjeet ennen laitteiston kayttéa ja sdilyta ohje
my6hempaa tarvetta varten.

VAARA

A Tama UPS sisaltdéd HENGENVAARALLISIA JANNITTEITA. Kaikki korjaukset ja huollot on
jatettéva VAIN VALTUUTETUN HUOLTOHENKILON TOIMEKSI. UPS ei sisélla MITAAN
KAYTTAJAN HUOLLETTAVIA OSIA.

VAROITUS

A e Tama UPS sisdltad oman energialahteen (akuston). Ulostuloliittimissé voi olla jannite,
kun UPS ei ole liitettyna verkkojannitteeseen.

« Ala poista tai irrota sisaantulojohtoa, kun UPS on kytkettynd. TAmé poistaa
turvamaadoituksen UPS-laitteesta ja siihen liitetysta laitteistosta.

® Vahentdaksesi tulipalon ja sdhkdiskun vaaraa asenna tdéma UPS sisatiloihin,
joissa ldmpotila ja kosteus on sdadettavissa ja joissa ei ole virtaa johtavia
epapuhtauksia. Ympériston lampotila ei saa ylittaa 40 °C. Ala kéyta lahelld vetts ja valta
kosteita tiloja (95 % maksimi).

* Kansainvaliset normit ja johdotusmaaraykset vaativat, ettd kaikkien tdaman UPS-laitteen
ulostulokytkentdjen yhteinen maavuotovirta ei ylitd 1,5 milliampeeria (mA).

* Akut voivat aiheuttaa sahkoiskun tai palovammojen vaaran johtuen suuresta
oikosulkuvirrasta. Noudata kaikkia asianmukaisia varotoimia. Laitteen saa huoltaa vain
ammattitaitoinen huoltohenkilskunta, joka tuntee akut ja niihin liittyvat varotoimet. Al
padsta valtuuttamatonta henkildstdd lahelle akkuja.

® Akusto taytyy havittdd sdadosten mukaisella tavalla. Noudata paikallisia maarayksia.
o Ala koskaan heité akkuja tuleen. Ne voivat rajahtaa.

6 Eaton FERRUPS Rack Mount UPS (850 VA-7 kVA) User's Guide ¢ 164201424 Rev 1
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SAFETY WARNINGS

Consignes de sécurité

CONSIGNES DE SECURITE IMPORTANTES
CONSERVER CES INSTRUCTIONS

Ce manuel comporte des instructions importantes que vous étes invité a suivre lors de toute
procédure d'installation et de maintenance des batteries et de I'onduleur. Veuillez consulter
entierement ces instructions avant de faire fonctionner I'équipement et conserver ce manuel
afin de pouvoir vous y reporter ultérieurement.

A Cet onduleur contient des TENSIONS MOHTELLES. Toute opération d'entret,ien et,d,e
réparation doit étre EXCLUSIVEMENT CONFIEE A UN PERSONNEL QUALIFIE AGREE.
AUCUNE PIECE REPARABLE PAR L'UTILISATEUR ne se trouve dans I'onduleur.

AVERTISSEMENT!

* (et onduleur renferme sa propre source d'énergie (batteries). Les prises de sortie
peuvent étre sous tension méme lorsque I'onduleur n'est pas branché sur le secteur.

* Ne pas retirer le cordon d'alimentation lorsque I'onduleur est sous tension sous peine de
supprimer la mise a la terre de 'onduleur et du matériel connecté.

* Pour réduire les risques d'incendie et de décharge électrique, installer I'onduleur
uniquement a I'intérieur, dans un lieu dépourvu de matériaux conducteurs, ot la
température et I'humidité ambiantes sont controlées. La température ambiante ne doit
pas dépasser 40 °C. Ne pas utiliser a proximité d'eau ou dans une atmosphere
excessivement humide (95 % maximum).

o Afin d'étre conforme aux normes et réglements internationaux de cablage, le courant de
fuite a la terre de la totalité du matériel branché sur la sortie de I'onduleur ne doit pas
dépasser 1,5 mA.

ATTENTION!
® |es batteries peuvent présenter un risque de choc électrique ou de brlure provenant
d'un courant de court-circuit haute intensité. Observez les précautions appropriées.
L'entretien doit étre réalisé par du personnel qualifié connaissant bien les batteries et

les précautions nécessaires. N'autorisez aucun personnel non qualifié a manipuler les
batteries.

* Une mise au rebut réglementaire des batteries est obligatoire. Consulter les réglements
en vigueur dans votre localité.

* Ne jamais jeter les batteries au feu. L'exposition aux flammes risque de les faire
exploser.

N
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SAFETY WARNINGS

Sicherheitswarnungen

WICHTIGE SICHERHEITSANWEISUNGEN
AUFBEWAREN

Dieses Handbuch enthalt wichtige Anweisungen, die Sie wahrend der Installation und
Wartung des USV (Unterbrechungsfreies Stromversorgungssystem) und der Batterien
befolgen miissen. Bitte lesen Sie alle Anweisungen des Handbuches bevor sie mit dem
Gerat arbeiten. Bewaren Sie das Handbuch zum Nachlesen auf.

Die USV fiihrt lebensgeféhrliche Spannungen. Alle Reparatur- und Wartungsarbeiten sollten
nur von Kundendienstfachleuten durchgefiihrt werden. Die USV enthalt keine vom Benutzer
zu wartenden Komponenten.

ACHTUNG

A ¢ Diese USV ist mit einer eigenen Energiequelle (Batterie) ausgestattet. An den
Ausgangssteckdosen kann auch dann Spannung anliegen, wenn die USV nicht an einer
Wechselspannungsquelle angeschlossen ist.

¢ Das Eingangskabel nicht entfernen oder abziehen, wahrend die USV eingeschaltet ist,
weil hierdurch die Sicherheitserdung von der USV und den daran angeschlossenen
Geraten entfernt wird.

¢ Um die Brand- oder Elektroschockgefahr zu verringern, diese USV nur in Geb&uden mit
kontrollierter Temperatur und Luftfeuchtigkeit installieren, in denen keine leitenden
Schmutzstoffen vorhanden sind. Die Umgebungstemperatur darf 40°C nicht tbersteigen.
Die USV nicht in der Nahe von Wasser oder in extrem hoher Luftfeuchtigkeit (max. 95 %)
betreiben.

* Um internationale Normen und Verdrahtungsvorschriften zu erfiillen, diirfen die an den
Ausgang dieser USV angeschlossenen Gerdte zusammen einen Erdschlufstrom von
insgesamt 1,5 Milliampere nicht dberschreiten.

VORSICHT!
* Batterien kénnen das Risiko eines elektrischen Schlags bergen oder durch hohen
Kurzschlussstrom in Brand geraten. Die richtigen VorsichtsmaBnahmen beachten. Die
Wartung muss von qualifiziertem Wartungspersonal durchgefihrt werden, das im

Umgang mit Batterien getibt ist und tiber gute Kenntnisse der erforderlichen
VorsichtsmaBnahmen verfiigt. Nicht autorisiertes Personal von Batterien fern halten.

* Die Batterien missen ordnungsgemaR entsorgt werden. Hierbei sind die drtlichen
Bestimmungen zu beachten.

* Batterien niemals verbrennen, da sie explodieren kénnen.
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SAFETY WARNINGS

Mpoewdomnomoelg AopaieLag

2HMANTIKEZ OAHIIEZ AZOAAEIAZ
OYAA=TE AYTEZ TiZ OAHT'IEZ

KINAYNO2

Av16 1o UPS nepiéyet OANATHDPOPA TAXH. ‘O)eg ot EMLOKEVEG Kal Ot
cuvinpnoetg tpenet va yivovtor MONO ATIO EEOYZIOAOTHMENO I'TA TH
YYNTHPHXH IMTPOZQITIKO. To UPS AEN ITEPIEXEI KANENA EEAPTHMA
I[IOY NA MIIOPEI NA EINIXKEYAZXTEI ATIO TO XPHXTH.

NMPOEIAONOIHZHK

® To cuykekpiuévo UPS meptéxet m Sikn tov Tnyn evEPYELAS (CUGCMPEVTEG).
Ot pevpatodoteg €680V unopel va €xouvv evepyd Tdon akoun Kot 4Tov 1o
UPS 8ev eivat ouvdedepévo oe nnyn evorroooduevou pevpotog (AC).

® Mnv Bydalete and v npilo to kaAmddio tpododociog 6tav to UPS eivar
avorytd. M’ avto tov 1pomo adatpeite m yelwon acdporeiog and 1o UPS kot
ond tov e€omhiond Tov eivar cuvdedepévog pe to UPS.

* T vo HELOOETE TOV KIvaLVo Tupkoyldg N niextporinéilog, £YKOTOGTOTE TO
ovykekpipuévo UPS oe ecmtepticd yodpo pe ereyyouevn Bepuokpooio kot
VYPOGL0, 0 0TOL0G VO, UNV TEPLEXEL OywyLLo, VALKE. H Bepuoxpacio
neptBarhovtog dev mpenet va Eenepvdet toug 40° C. Mn xpnolponoteite o
UPS xov1d og vepd 1 vepfoAikn vypacio (u€ytot tun: 95%).

* To vo cuud@VelL Le T d1efvi TPATUTO KoL TOVG KOVOVIGHOUG KOAWSImoNG,
70 pevUa SLoPPONG TPOG T Y1 OAOKANPOV TOV €£0TALGLOV, TOV £1vorl
ouvdedepévog e v €£080 tov cuykekpluévoy UPS, dev mpénet vo, eivorl
ueyorvtepo ond 1,5 mA.

NMPOZOXH
® Ot cvooWPELVTEG Unopel va TpokorEécouvy niektponAnéia 1 £ykovuo and
VYNAO pedpo BpoayukukAopatog. Aouavete Tig KoTGAANAEG TPOdLAGEELS.
®  Anotteltol 6ot 3100€0M TWV CLGCWPEVTOV. AELTE TOVG TOTLKOVG
KOVOVIGHOUG TOV 0pOPOVV TLG OOLTACELG S1OOEGNG TOVG.

® [loté€ unv meTATE TOVG GLOCMPEVTEG GTN HMOTLE, YLOTL UTOPEL VO EKPOYOVV.
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SAFETY WARNINGS

Avvisi di sicurezza

IMPORTANTI ISTRUZIONI DI SICUREZZA
CONSERVARE QUESTE ISTRUZIONI

Il presente manuale contiene importanti istruzioni da seguire durante I'installazione e la
manutenzione dell'UPS e delle batterie. Leggere integralmente le istruzioni prima di
utilizzare I'apparecchiatura e conservare il presente manuale per futuro riferimento.

PERICOLO

A La TENSIONE contenuta in questo gruppo statico di continuita & LETALE. Tutte le operazioni
di riparazione e di manutenzione devono essere effettuate ESCLUSIVAMENTE DA
PERSONALE TECNICO AUTORIZZATO. All'interno del gruppo statico di continuita NON vi
sono PARTI RIPARABILI DALL'UTENTE.

AVVERTENZA

A ¢ (Questo gruppo statico di continuita contiene una fonte di energia autonoma (le batterie).
Le prese di uscita possono condurre tensione energizzata quando il gruppo statico di
continuita non ¢ collegato con una fonte di alimentazione a corrente alternata.

* Non rimuovere ne scollegare il cavo di ingresso quando il gruppo statico di continuita &
acceso poiché in tal modo si disattiverebbe il collegamento a terra di sicurezza del
gruppo statico di continuita e dell'apparecchiatura ad esso collegata.

* Perridurre il rischio di incendio o di scossa elettrica, installare il gruppo statico di
continuita in un ambiente interno a temperatura ed umidita controllata, privo di agenti
contaminanti conduttivi. La temperatura ambiente non deve superare i 40°C. Non
utilizzare I'unita in prossimita di acqua o in presenza di umidita eccessiva (95% max).

® Per conformita con gli standard internazionali e con le norme in merito al cablaggio, tutta
I'apparecchiatura collegata con |'uscita del gruppo statico di continuita non deve avere
una corrente di dispersione di terra superiore a 1,5 milliampere.

ATTENZIONE
® |e batterie possono comportare un rischio di scossa elettrica o di ustione in seguito a
un'elevata corrente di corto circuito. Osservare le dovute precauzioni. L'assistenza deve
essere eseguita da personale qualificato esperto di batterie e delle necessarie
precauzioni. Tenere il personale non autorizzato lontano dalle batterie.

* |e batterie devono essere smaltite in modo corretto. Per i requisiti di smaltimento fare
riferimento alle disposizioni locali.

* Non gettare mai le batterie nel fuoco poiché potrebbero esplodere se esposte alle
fiamme.

10 Eaton FERRUPS Rack Mount UPS (850 VA-7 kVA) User's Guide ¢ 164201424 Rev 1
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SAFETY WARNINGS

Viktig Sikkerhetsinformasion

VIKTIGE SIKKERHETSINSTRUKSJONER
GJEM DISSE INSTRUKSJONENE

Denne handboken inneholder viktige instruksjoner som du bgr overholde ved montering og
vedlikehold av UPS-enheten og batteriene. Les alle instruksjoner far utstyret tas i bruk, og
giem handboken til fremtidig referanse.

A Denne UPS'en inneholder LIVSFARLIGE SPENNINGER. All reparasjon og service ma kuno
utfgres av AUTORISERT SERVICEPERSONALE. BRUKERE KAN IKKE UTF@RE SERVICE PA
NOEN AV DELENE i UPS'en.

A * Denne UPS'en har en egen energikilde (batterier). Stikkontaktene kan veere stramfgrende
selv om UPS'en ikke er tilsluttet en vekselstramforsyning.

¢ Stramforsyningskabelen ma ikke fiernes eller trekkes ut ndr UPS'en er pé, slik at ikke
sikkerhetsjordingen fjernes fra UPS'en og det utstyret som er forbundet med den.

® For a redusere fare for brann eller elektriske stgt, bar denne UPS'en installeres i et
innendgrs miljg med kontrollert temperatur og luftfuktighet som er fritt for ledende,
forurensende stoffer. Romtemperaturen ma ikke overskride 40°C. Den ma ikke brukes i
nerheten av vann eller ved meget hay luftfuktighet (95% maks.).

e Alt utstyr som er forbundet med utgangen av denne UPS'en mé ikke ha en sterkere total
lekkasjestram enn 1,5 milliampere for & veere i overensstemmelse med internasjonale
standarder og forkablingsbestemmelser.

FORSIKTIG
* Batterier kan utgjare en fare for elektrisk stgt eller brannsar pga. hay kortsluttingsstrgm.
Treff passende forholdsregler. Service bar utfares av kvalifisert servicepersonale med
kjennskap til batterier og nadvendige forholdsregler. Hold uautorisert personale borte fra

batteriene.

* Batterier ma fjernes pé korrekt mate. Se lokale forskrifter vedrarende krav om fjerning av
batterier.

® Kast aldri batterier i flammer, da de kan eksplodere, hvis de utsettes for apen ild.
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Regulamentos de Seguranca

INSTRUCOES DE SEGURANCA IMPORTANTES
GUARDE ESTAS INSTRUCOES

Este manual contém instrugdes importantes que devem ser seguidas durante a instalacdo e
manutencdo do no-break e das baterias. Leia todas as instrug@es antes de operar 0
equipamento e guarde este manual para consulta-lo futuramente.

CUIDADO

A A UPS contém VOLTAGEM MORTAL. Todos os reparos e assisténcia técnica devem ser
executados SOMENTE POR PESSOAL DA ASSISTENCIA TECNICA AUTORIZADO. N&o ha
nenhuma PEGA QUE POSSA SER REPARADA PELO USUARIO dentro da UPS.

ADVERTENCIA

A ® Esta UPS contém sua prépria fonte de energia (baterias). Os receptaculos de saida
podem conter voltagem ativa quando a UPS ndo se encontra conectada a uma fonte de
alimentacdo de corrente alternada.

* Nao remova ou desconecte o cabo de entrada quando a UPS estiver ligada. Isto
removerd o aterramento de seguranga da UPS e do equipamento conectado.

® Para reduzir o risco de incéndios ou choques elétricos, instale a UPS em ambiente
interno com temperatura e umidade controladas e livres de contaminadores condutiveis.
A temperatura ambiente ndo deve exceder 40°C. Nao opere préximo a dgua ou em
umidade excessiva (méx: 95%).

® Para estar de acordo com os padrdes internacionais e os regulamentos de fiagdo, o
equipamento total conectado a saida desta UPS ndo deve ter uma corrente de fuga a
terra maior que 1,5 miliamperes.

* As baterias podem oferecer risco de choque elétrico ou queimadura, ocasionados por
alta tensdo com possibilidade de curto-circuito. Tome as precaugdes adequadas. A
manutencdo deve ser realizada por pessoal qualificado, com conhecimento sobre

baterias e ciente das precaucdes exigidas. Mantenha o pessoal ndo autorizado afastado
das baterias.

¢ Siga as instrugdes apropriadas ao desfazer-se das baterias. Consulte os cddigos do local
para maiores informagdes sobre os regulamentos de descarte de produtos.

* Nunca jogue as baterias no fogo, porque hé risco de explosao.
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MpeaynpexxaeHua no mepam 6e3onacHOCTU
BAXXHbIE YKA3AHUA NO MEPAM BE3OINACHOCTHU

COXPAHWUTE 3TN YKA3AHUA

B naHHOM PYKOBOZICTBE COLEPIKATCS BaYKHbIe HHCTPYKLIUH 110 YCTAHOBKE U
06CTy>KUBaHUIO UCTOUHMKA Oectiepeboitroro mutanus (VBIT) u 6atapeit. [Tepen
paboToii ¢ 060pyHOBaHUEM IIPOUTUTE BCe HHCTPYKIUU. COXpaHUTE HaHHOE
PYKOBOZCTBO [I/Is1 JaTIbHEHIIIETO UCIIOIb30BAHMUA.

OMACHO

paboThI IO peMOHTY U 06CIY>KMBAaHHIO JO/DKHBI BEITOAHATHCsT TOJIBKO

A B mannom MBIT umetorca CMEPTEJIBHO OITACHBIE HAIIPSIDKEHUM . Bee

YITIOJTHOMOYEHHBIM OBCIYKUBAIOIMM ITEPCOHAJIOM. BayTpu
WBIT uer ysnos, ObCIIYKMBAEMDIX ITOJIb3OBATEIEM.

NMPEAYNPEXAOEHWE

A .

Hauusnit BIT cogep>xut co6CTBeHHbIE HCTOYHUKH 9HEPTHU (aKKYMYJ/IITOPBI).
Ha BbIXOIHBIX pPO3€TKaX MOXKET UMEThCS HallpsKeHue, faxe korga MBI ne
ITOJK/TIOUEH K CeTH IIEPEMEHHOTO TOKa.

He oTcoenunsiiTe ceTeBoii IHYpP U He U3B/IEKalTe €r0 BUIKY U3 PO3ETKU IIPU
pxmodeHHOM MBII. I1pu aToM samuTHOe 3asemuenue oTkaodaercs ot bIT u
oT o6opynoBanus, nogkmodeHuoro k NUITB.

Tl CHU>KEHMS OTIACHOCTH T10’Kapa WK TIOPaYKEHUS DIEKTPUIECKUM TOKOM
ycranasmuBaitte VIBI1 B 3aKpBITOM MOMELIEHUH C KOHTPOIUPYEMBIMU
TEMIIEPATYPOIL U BIAKHOCTBIO, B KOTOPOM OTCYTCTBYIOT IIPOBOMISIIIIE
3arpASHAIONINE BEIECTBA. TeMneparypa OKpy’KaioIllero Bo3yxa He TO/DKHA
npesbiniath 40°C. He akcruryaTupyiite ycTpOMCTBO OKOIO BOIBL MIM B MECTAX C
MTOBBIIIIEHHOI BIaYKHOCTBIO (MaKc. 95%).

Jist obecriedeHus1 coOmoeHIs TPeOOBAHMIT MEXXIYHAPOIHBIX CTAHAAPTOB U
TpeGOBAHMUII K Pa3BOJIKe IIEKTPUIECKHX IIeTleil, CyMMapHas Be/IMYMHA TOKa
YTEe4KH Ha 3eMJII0 BCero 060pyA0BaHuUs, HOAKIIOUEHHOro K Bbixoay WUBII, He
IOJDKHA MPEeBBIIATh 1,5 Mwuinammepa.

OCTOPOXHO

.

Bricokoe HaIIpAKE€HNE, BBI3SBAHHOE KOPOTKUM 3aMbIKaHUEM B 6aTapee, MOXET
[IPUBECTH K HOPAKEHUIO 3JIEKTPUIECKMM TOKOM Wi oxory. Cobmonaiire
Mepbl IIPELOCTOPOXKHOCTH. TeXHUIeCKOe 0OCTy)KIBAHKE JOTDKHO
OCYIIIeCTB/IATHCS KBATM(PHUIMPOBAHHBIM ITEPCOHAIOM 110 paboTe ¢
HUCTOYHUKAMU ITUTAHUS, 3HAKOMBIM C ME€PAaMU IIPETOCTOPOKHOCTH. He
moIycKaiire K paboTe ¢ 6aTapesiMH IIOCTOPOHHUX.
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SAFETY WARNINGS

¢ Heo6xomuMo co6moaTh IpaBIIa YTHIN3AIUH aKKyMyIATOpoB. O6paTuTech K
MECTHBIM HOPMAaTHBHBIM aKTaM 3a HHQOPMaIHeil 0 TpeOOBaHUAX K
YTHIN3aIHN.

® Huxkorga He 6pocariTe aKKyMy/ISITOPBL B OTOHB. AKKYMY/ISITOPBI MOTYT
B30PBaTbCS O[], BO3[ENCTBUEM OTHA.

Advertencias de Seguridad

INSTRUCCIONES DE SEGURIDAD IMPORTANTES
GUARDE ESTAS INSTRUCCIONES

Este manual contiene instrucciones importantes que debe seguir durante la instalacion y el
mantenimiento del SIE y de las baterfas. Por favor, lea todas las instrucciones antes de
poner en funcionamiento el equipo y guarde este manual para referencia en el futuro.

A Este SIE contiene VOLTAJES MORTALES. Todas las reparaciones y el servicio técnico deben
ser efectuados SOLAMENTE POR PERSONAL DE SERVICIO TECNICO AUTORIZADO. No hay
NINGUNA PARTE QUE EL USUARIO PUEDA REPARAR dentro del SIE.

ADVERTENCIA

A ¢ Este SIE contiene su propia fuente de energia (las baterias). Los receptaculos de salida
pueden transmitir corriente eléctrica aun cuando el SIE no esté conectado a un
suministro de corriente alterna (c.a.).
* No retire o desenchufe el cable de entrada mientras el SIE se encuentre encendido. Esto
suprime la descarga a tierra de seguridad del SIE y de los equipos conectados al SIE.

* Para reducir el riesgo de incendio o de choque eléctrico, instale este SIE en un lugar
cubierto, con temperatura y humedad controladas, libre de contaminantes conductores.
La temperatura ambiente no debe exceder los 40°C. No trabaje cerca del agua o con
humedad excesiva (95% méaximo).

* Para cumplir con los estandares internacionales y las normas de instalacion, la totalidad
de los equipos conectados a la salida de este SIE no debe tener una intensidad de
pérdida a tierra superior a los 1,5 miliamperios.
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SAFETY WARNINGS

PRECAUCION
* |las baterfas pueden constituir un riesgo de descarga eléctrica o quemaduras por
corriente alta de corto circuito. Adopte las precauciones debidas. Personal calificado de
servicio que conozca de baterfas y esté al tanto de las precauciones requeridas debe

darle servicio al equipo. Mantenga al personal no autorizado alejado de las baterias.

* Es necesario desechar las baterfas de un modo adecuado. Consulte las normas locales
para conocer los requisitos pertinentes.

* Nunca deseche las baterias en el fuego. Las baterias pueden explotar si se las expone a
la llama.

Sakerhetsforeskrifter

VIKTIGA SAKERHETSFORESKRIFTER
SPARA DESSA FORESKRIFTER

Den hér anvisningen innehdller viktiga instruktioner som du ska félja under installation och
underhéll av UPS-enheten och batterierna. Lés alla instruktioner innan du anvander
utrustningen och spara den har anvisningen for framtida referens.

A Denna UPS-enhet innehéller LIVSFARLIG SPANNING. ENDAST AUKTORISERAD
SERVICEPERSONAL far utféra reparationer eller service. Det finns inga delar som
ANVANDAREN KAN UTFORA SERVICE PA inuti UPS-enheten.

A * Denna UPS-enhet har en egen energikalla (batterier). De utgdende kontakterna kan vara
stromfrande nar UPS-enheten inte &r ansluten till en véxelstrémkalla.

® Taaldrig bort natsladden nar UPS-enheten ar péslagen. Detta tar bort skyddsjordningen
fran bade UPS-enheten och den anslutna utrustningen.

* Minska risken fér brand eller elektriska stGtar genom att installera denna UPS-enhet
inomhus, dar temperatur och luftfuktighet ar kontrollerade och dar inga ledande
fororeningar forekommer. Omgivande temperatur far ej dverstiga 40°C. Anvénd inte
utrustningen néra vatten eller vid hog luftfuktighet (max 95 %).

® For att verensstdmma med internationell standard och installationsféreskrifter far inte
den totala utrustning som anslutits till uttagen pa denna UPS-enhet ha lacksstrém som
dverstiger 1,5 milliampere.
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VIKTIGT
* Batterierna kan innebéra en risk fér elektrisk st6t eller brannskada fran kortsluten
starkstrom. lakttag lampliga forsiktighetsatgarder. Service ska utféras av utbildad
servicepersonal med kunskap om batterierna och nddvandiga forsiktighetsatgarder. Hall
ej behdrig personal borta fran batterierna.

* Batterierna maste avyttras enligt anvisningarna i lokal lagstiftning.
* Anvanda batterier f&r aldrig brénnas upp. De kan explodera.
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Chapter 3 UPS Startup

This section provides step-by-step instructions for starting the Eaton
FERRUPS Rack Mount UPS. Follow these procedures closely to avoid
potential damage to your equipment or the UPS and to protect yourself
and others from hazardous operating conditions.

Identifying Your UPS

0 NOTE Before starting up the UPS, verify that it has been installed according to the Eaton

FERRUPS Rack Mount UPS (850 VA-7 kVA) Installation Guide.

FERRUPS Rack Mount UPSs come in different sizes (see Figure 1).
Identify your UPS model and continue to the appropriate startup section.

4.3-7 kVA Models

g OgF See page 18. : i | EEEEEEE -
¥ @ 4 Jo0o0qaanoounoiaqoaat C

57U Qaooanoomoonoaooao 0

Figure 1. Identifying the FERRUPS Rack Mount UPS
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UPS STARTUP

Startup for FES/QFES 850 VA-3.1 kVA or FER/QFER 1.8-3.1 kVA UPSs

Before starting up the UPS, review the rear panel for your UPS model.

RS-232

Communication
— Alarm Silence

®

o [E] H o
o *— Output
. o H H o eceptacles

Figure 2. FERRUPS Rack Mount 850 VA-1.4 kVA UPS Rear Panel

RS-232
Communication

Port ————e - ® ® ®
Memsionce |~ | & | @0 | &
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Receptacles @

o
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Figure 3. FERRUPS Rack Mount 1.8-3.1 kVA Rear Panel

To start the FES/QFES 850 VA-3.1 kVA or FER/QFER 1.8-3.1 kVA UPS,
use the following steps:

1. Confirm the equipment to be protected by the UPS is powered off.

2. For Plug-Receptacle UPSs: Plug the UPS power cord into a power
outlet.

NOTE |f the plug does not match your receptacle outlet, ask your electrician to install the
proper outlet.
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UPS STARTUP

For 230V Plug-Receptacle UPSs: Disconnect the power cord from
the computer or other equipment to be protected by the UPS and
plug it into the UPS. Plug the other end of the power cord into a
power outlet.

NOTE 50-Hz models: do not use the IEC-320 jumper cord supplied with the UPS; this cord
is for plugging the equipment into the UPS output receptacles.

NOTE |[f the plug does not match your receptacle outlet, ask your electrician to install the
proper outlet.

NOTE |If you need to order a UPS power cord, please call your service representative.

For Hardwired UPSs: Confirm that an electrician has completed
and tested the connection to the proper power source and
connected your protected equipment according to the Eaton
FERRUPS Rack Mount UPS (850 VA-7 kVA) Installation Guide. Turn
the AC line disconnect switch to the ON position.

3. The AC LINE indicator illuminates (see Figure 4).

AC LINE READY  CHARGING  BATTERY ALARM
POWER

Figure 4. Front Panel Indicators

4. Use the FERRUPS key to turn the UPS ON/OFF switch to the ON
position.

After a short startup test, the READY indicator flashes for a few
seconds and then remains illuminated. The UPS is ready to supply
output power.

NOTE The UPS and external battery cabinets are shipped with the batteries charged.
However, batteries may lose some of the charge during shipping and storage. You can use
the UPS immediately after unpacking, but it may not provide the full-rated backup time during
a power failure. Upon initial startup, the UPS may need to operate for 24 hours before the
battery is fully charged and full battery-backup time is available. If the CHARGING indicator is
illuminated, operate the UPS for 24 hours to fully charge the battery.

Eaton FERRUPS Rack Mount UPS (850 VA-7 kVA) User's Guide * 164201424 Rev 1 19
www.eaton.com/powerquality
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5. For Plug-Receptacle UPSs: Plug the equipment to be protected
into the UPS output receptacles.

NOTE Ffor 50-Hz models, use the supplied IEC-320 jumper cord to connect your equipment
to the UPS output receptacles.

For Hardwired UPSs: Turn the bypass switch to the UPS position.
6. Turn on the equipment that is connected to the UPS.
If the ALARM indicator illuminates, see “"Alarms” on page 61.

7. If your FERRUPS Rack Mount UPS is configured to use an external
battery cabinet, you must program the battery capacity in
ampere-hour (Ah) for the total number of battery packs used in the
UPS. If you purchased one of the FERRUPS Rack Mount battery
pack options available from Eaton, select the Ah value from Table 1.

NOTE A Remote Control Panel (part number RCK-0007), PC, or terminal is required to
communicate with the UPS.

Before programming the battery Ah, enter the user-level password
following the instructions in “Entering Passwords” on page 30. To
change the battery Ah, parameter 69 (Batt Ah), follow these steps:

Press this key: Display shows:

[DISPLAY] [6] [9] [ENTER] 69 Batt AH [Default]
[PROGRAM] 69 Pgm:

[Ah Value from Table 1] 69 Pgm: [ xxx]
[ENTER] 69 Pgm: [new value]

where xxx is the Battery Ah value from Table 1.
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Table 1. External Battery Pack Ah Values for 1.8-3.1 kVA UPS Models

Battery Pack Battery Ah
Tre 100
2re 150

Startup for the FER/QFER 4.3-7 kVA UPS

Before starting up the UPS, review the rear panel for your UPS model.

Battery D . Output Rec_eptacle

Cable Input —co O e———— Panel (Optional)

N == e [

Communication
Port

Figure 5. FERRUPS Rack Mount 4.3-7 kVA Rear Panel
To start the FER/QFER 4.3-7 kVA UPS, use the following steps:
1. Confirm the equipment to be protected by the UPS is powered off.

2. For Plug-Receptacle UPSs: Verify that the AC input power is off at
the service panel. Plug the UPS power cord into a power outlet.

NOTE |f the plug does not match your receptacle outlet, ask your electrician to install the
proper outlet.

For Hardwired UPSs: Confirm that an electrician has completed
and tested the connection to the proper power source and
connected your protected equipment according to the Eaton
FERRUPS Rack Mount UPS (850 VA-7 kVA) Installation Guide.
Confirm that your AC line disconnect switch and the UPS ON/OFF
switch are both in the OFF position.

3. If you have an RBC-1 or RBC-2 battery cabinet, skip to Step 4.
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If you have an RBC-3 battery cabinet, turn the DC switch to the ON
position.

e The DC switch is located under the hinged panel on the top of
the battery cabinet. Remove the bolts that hold the front of the
battery cabinet to the rack. Pull the battery cabinet out slightly;
unscrew the panel screw and lift open the hinged panel. Turn on
the DC switch.

e Close and secure the top panel. Slide the battery cabinet back in
the rack. Reinstall the bolts to secure the front of the battery
cabinet to the rack.

4. Start the UPS on battery power: Use the FERRUPS key to turn
the UPS ON/OFF switch to the ON position. After a brief self-check,
the BATTERY POWER and READY indicators illuminate. The UPS
beeps every 20 seconds, indicating the UPS is running on battery
power. The control panel scrolls this display:

FERRUPS
Mode: Auto
Charger: Off

Beeper: Enabled

NOTE |f the ALARM indicator is on, read the alarm message on the control panel display,
turn the UPS ON/OFF and DC switches to the OFF position, and call your service
representative.

5. For Plug-Receptacle UPSs: Turn the AC input power on at the
service panel. The AC LINE indicator illuminates. After a few
seconds, the UPS switches from battery power to AC input power.
The BATTERY POWER indicator turns off.

AC LINE READY  CHARGING  BATTERY ALARM
POWER

Figure 6. Front Panel Indicators
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For Hardwired UPSs: Turn the AC line disconnect switch to the ON
position. The AC LINE indicator illuminates. After a few seconds,
the UPS switches from battery power to AC input power. The
BATTERY POWER indicator turns off. Now, turn the UPS bypass
switch (mounted nearby) to the UPS position.

UPS UPS AC LINE
BYPASS SWITCH  DISCONNECT SWITCH

ON

Figure 7. AC Line Disconnect Switch

NOTE The UPS and external battery cabinets are shipped with the batteries charged.
However, batteries may lose some of the charge during shipping and storage. You can use
the UPS immediately after unpacking, but it may not provide the full-rated backup time during
a power failure. Upon initial startup, the UPS may need to operate for 24 hours before the
battery is fully charged and full battery-backup time is available. If the CHARGING indicator is
illuminated, operate the UPS for 24 hours to fully charge the battery.

6. For Plug-Receptacle UPSs: Plug the equipment you want to
protect into the UPS receptacles and turn on the equipment. If the
ALARM indicator illuminates, see “Alarms” on page 61.

For Hardwired UPSs: Turn on the equipment connected to the
UPS. If the ALARM indicator illuminates, see “Alarms” on page 61.

7. Set the time and date using the control panel.

NOTE The correct time and date for is needed for the UPS alarm and inverter logs. Reset
the time and date whenever the UPS has been shut down.

Time is parameter 0; see “Parameters” on page 34 for more
information. To set the time (in 24-hour format), follow these steps:

Press this key: Display shows:
[DISPLAY] Display:
[0] Display: 0
[ENTER] 00 Time: 11:30:20
[PROGRAM] 00 Pgm:
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Enter the correct time (in 24-hour format). For example, if the time
is 9:30 a.m.:

Press this key: Display shows:
[91[3][0] 00 Pgm: 930
[ENTER] 00 Time 09:30:00

The date is parameter 10. To set the date, follow these steps:

Press this key: Display shows:
[DISPLAY] Display:

[1][0] Display: 10
[ENTER] 10 Date: 01/01/96
[PROGRAM] 10 Pgm:

Enter the correct date (in MMDDYY format). For example, to enter
June 4, 1993:

Press this key: Display shows:
[O][6][0][4][9][3] 10 Pgm: 060493
[ENTER] 10 Date 06/04/93

If your FERRUPS Rack Mount UPS is configured to use an external
battery cabinet, you must program the battery capacity in
ampere-hour (Ah) for the total number of battery packs used in the
UPS. If you purchased one of the FERRUPS Rack Mount battery
pack options available from Eaton, select the Ah value from Table 2.

Before programming the battery Ah, enter the user-level password
following the instructions in “Entering Passwords” on page 30. To
change the battery Ah, parameter 69 (Batt Ah), follow these steps:

Press this key: Display shows:

[DISPLAY] [6] [9] [ENTER] 69 Batt AH [Default]
[PROGRAM] 69 Pgm:

[Ah Value from Table 2] 69 Pgm: [ xxx]
[ENTER] 69 Pgm: [new value]

where xxx is the Battery Ah value from Table 2.
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Table 2. External Battery Pack Ah Values for 4.3-7 kVA UPS Models

Battery Pack Battery Ah
EBPS4.3R 62
1rd 150
2rd 225
3rd 300
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Chapter 4 Operation

This section describes:

e The UPS front panel indicators
¢ Using the control panel

e Automatic system testing

* Parameters

e Shutting down the UPS

Front Panel Indicators

The UPS front panel indicators indicate how the UPS is operating and
also alert you of potential power problems. Figure 8 shows the UPS
front panel indicators. Table 3 explains the status of each indicator.

AC LINE READY  CHARGING  BATTERY ALARM
POWER

Figure 8. Front Panel Indicators
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Table 3. Indicator Status

Indicator Status Explanation
AC LINE On The UPS is getting power from the AC input power source.

off e The UPS is not getting input power.
e There is a power outage.
e The AC input breaker is tripped.
e The UPS is unplugged.

READY On The UPS is ready to provide battery backup power when needed.

off The UPS cannot provide battery backup power because:

« ltisinthe Line Condition mode or the Off mode (see the following section, “Using
the Control Panel”).
e The batteries may be discharged.
* |t may be running on battery power (Inverter On mode).
Flashing  The UPS is testing the batteries as part of the automatic system test (see
“Automatic System Test” on page 33); or, you have started a timed shutdown (see
Table 9 on page 46).
CHARGING On The UPS is charging its batteries.
Off The battery charger is off; batteries are at full charge.
BATTERY POWER On The UPS is providing power from its batteries; it is in the Inverter On mode.

Off The UPS is providing conditioned power from the AC input power source, or the UPS

is off.
Flashing  The UPS is testing the inverter as part of the automatic system test (see “Automatic

System Test” on page 33).

ALARM On The UPS is warning you that an alarm exists. If you have not silenced the alarm, the
beep sequence identifies the problem (see “Alarms” on page 61). If you have a
control panel, an alarm message appears on its display.

off No alarm exists.
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Using the Control Panel

The control panel comes with all 4.3-7 kVA models. If you have an
850 VA-3.1 kVA model, you may have ordered the remote control panel
as an option (refer to TIP 407 to connect the control panel).

The control panel is attached to the front of the UPS with a 6-ft (1.8m)
cable, providing hand-held operation. The control panel's READY,
BATTERY POWER, and ALARM indicators work like the READY,
BATTERY POWER, and ALARM indicators on the front of the UPS (see
“Front Panel Indicators” on page 27).

You can use the control panel to change UPS system modes and display
and change parameters. You can also lock the control panel and change
some of its features. If you press the wrong key at any time, press
[CLEAR] and then the correct key.

Changing Operating Modes

There are four UPS operating modes:

o Off
e Auto
¢ Line Condition

e Inverter On (on battery)

The FERRUPS Rack Mount UPS selects the appropriate operating mode
automatically; however, there may be times when you need to set the
operating mode manually from the control panel. Notice that names of
the operating modes appear in red on the bottom of keys 1-4.
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Table 4. Operating Modes

Operating Mode How to Selectlt  What It Means

off Press [CTRL]-[1] The UPS does not provide power to your equipment, but you can still use the
[ENTER] [ENTER].  control panel if battery power is present. The READY indicator is off.

Auto Press [CTRL]-[2] This is the normal operating mode. The UPS conditions AC input power and
[ENTER] [ENTER].  provides the conditioned power to your equipment. The UPS is ready to

switch to battery power if necessary. The AC LINE and READY indicators
should be illuminated.

Line Condition Press [CTRL]-[3] The UPS is conditioning AC input power and providing the conditioned power
[ENTERI[ENTER].  to your equipment, but if there is a brownout or power outage, the UPS does

not switch to battery power. Instead, the UPS shuts down its output until AC
input power is available again. The READY indicator is off when the UPS is in

this mode.
Inverter On Press [CTRLI]-[4] The UPS converts battery power to AC power for your equipment. It does not
(on battery) [ENTER] [ENTER].  charge the batteries. The BATTERY POWER indicator is on. The UPS

calculates the run time remaining and sounds an alarm when run time starts
to get low. The READY indicator is off.

Entering Passwords

Before you can change some parameter values, you must enter a
password. You must also enter a password before you enter some of
the commands listed on page 46.

NOTE Some parameters, such as Time, Date, and Unit ID, are not password-protected
initially. If you change parameter 39 to “Yes,” a user-level password is required to change
these parameters, to use [CTRL] keys, or to use some commands. See “Parameters” on
page 34 and “Entering Commands from a Terminal or Computer” on page 46 for more
information.

The user-level password is 377. If you need a password for a higher
level, call your service representative. To enter the user-level password,
follow these steps:

Press this key: Display shows:
[CLEAR] FERRUPS

[PROGRAM] Password:

B1 171 [7] Password: 377
[ENTER] Level: User

To clear the password, press [CLEAR] until Password Cleared
appears on the control panel display.
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Displaying and Changing Parameters

The names of the first 11 parameters appear in green on the top of the
number keys. To display a parameter, press [DISPLAY], the parameter
number, and [ENTER]. For example, to display parameter 0 (Time),
follow these steps:

Press this key: Display shows:

[DISPLAY] Display:

[0] Display: 0
[ENTER] 00 Time 07:04:08

To change a parameter, display it first. Then, press [PROGRAM], enter
the new value for the parameter, and press [ENTER]. For example, to
change parameter 0 (Time), follow these steps:

Press this key: Display shows:
[DISPLAY] [0] [ENTER] 00 Time 07:04:08
[PROGRAM] 00 Pgm:

[9] [3]1 [0] 00 Pgm: 930
[ENTER] 00 Time 09:30:00

Locking and Unlocking the Control Panel

You may need to lock the control panel if you want to limit its use. When
disabled, the control panel does not respond to the key functions until it
is enabled again.

To disable the panel, press the keys shown in the following example
(verify that you have the necessary code to unlock the control panel).

Press this key: Display shows:
[CLEAR] and [ENTER] together —Keypad Locked-
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When you lock the control panel, it beeps and displays —Keypad
Locked- for approximately two seconds. The control panel beeps and
shows this display whenever you try to use the keys. The front panel
indicators continue to show the UPS status, and the control panel shows
UPS alarms. To enable the control panel again,

Press this key: Display shows:
[CLEAR] and [ENTER] together Unlock #:

[8] [2] [O] [4] [9] Unlock #: 82049
[ENTER] Keypad Unlocked

After approximately two seconds, the control panel shows the same
display it showed before you unlocked it. If you enter the wrong unlock
number, the control panel displays —Keypad Locked- for two
seconds, and the control panel remains locked.

Using the Configuration Menu

The control panel includes a Configuration Menu that lets you adjust its
baud rate and brightness, turn the beeper on or off, turn on and off the
click you hear when you press keys, and control other features. The
label on the back of your control panel includes more information on this
menu (see Figure 9).

Remote Control Panel (RCP)
Access Instructions for Configuration Menu

Simultaneously press [CONTROL] and [PROGRAM)] to enter RCP
Configuration menu

At any time: Press [ENTER]to display/edit next menu item
Press [PROGRAM] to exit menu and save changes
Press [CLEAR]to exit menu without saving changes

Menultem

Baud Rate 0-5 0=300, 1=1200, 2=2400, 3=4800, 4=9600, 5=19200
Brightness 0-7 Display brightness: 0=Min, 7=Max

Beeper 0 -1 Beeper enabled? 0=No, 1=Yes

Keyclick 0 -1 Keyclick enabled? 0=No, 1=Yes

Repeat 0 -1 Autorepeat of depressed key? 0=No, 1=Yes
Connect 0 -1 Send “123DCP” at startup? 0=No, 1=Yes

Figure 9. Remote Control Panel
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Automatic System Test

The UPS performs an automatic system test every seven days to test
the memory, batteries, and inverter. During the system test, the
BATTERY POWER and READY indicators flash. For the results of the
last system test, you can display parameter 26 (see page 37).

Logic Test

First, the UPS checks its memory. If it finds a problem, the UPS sounds
alarm O, Memory Check (---). See page 63.

Inverter Test

The inverter converts DC battery power into the AC power your
equipment uses. During the inverter test, the UPS pulses its inverter to
see if it delivers the proper amount of current. If not, the UPS sounds
alarm N, Check Inverter (- ®). See page 63.

Although it is testing the inverter, the UPS is not in Inverter On mode.
The UPS continues to condition input power and is ready to provide
battery power if there is a power outage. The BATTERY POWER
indicator flashes during this part of the test.

Battery Test

The UPS also checks its batteries to verify that they can support your
equipment for the minimum specified run time. If not, the UPS sounds
alarm M, Check Battery (--). See page 63. The READY indicator flashes
during this part of the test.
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Parameters

Table 5 shows the first 26 parameters. You can view or reset the
parameters using the control panel or a terminal or computer.

If you plan to view or change parameters from the control panel, see
"Using the Control Panel” on page 29 for instructions.

If you plan to view or change parameters from a terminal or computer
that you have connected to the RS-232 port, see “Entering Commands
from a Terminal or Computer” on page 46. \When you use commands to
display or change parameters, identify the parameter with either its
number or name (see Table b). If you use the name, you can enter the
entire parameter name or just the short form; you can also abbreviate
the parameter name as long as your abbreviation includes the letters in
the short form.

Although you do not need a password to view any of the first

26 parameters, all of them require a password to change (see the
password column in Table 5). See “Entering Passwords” on page 30 or
"Entering Commands from a Terminal or Computer” on page 46 for
password information.

NOTE All changeable parameters except 0 (Time), 10 (Date), and 15 (Unit ID) are set at the
factory. Only qualified technicians using the proper metering equipment should change other
parameters. Improper calibration may cause the FERRUPS Rack Mount UPS to malfunction.
Call your service representative before you attempt to change any parameters except 0, 10,

and 15.
Table 5. Parameters
Parameter . Parameter Name .
Number Sample Display Password (Short Form) Explanation
0 00 Time 07:04:00 None time System Time. The UPS uses this time to
(t) record alarms and inverter runs. When the
DC power has been off and you restart the
UPS, the time shown is the last recorded
time before shutdown. Reset time when DC
power has been off.
1 01VIn120.7 Service acvoltsin The input voltage the UPS is receiving.
(vi) When this value drops below the brownout
voltage, the UPS switches to inverter.
2 02V Qut 120.7 Service acvoltsout The voltage the UPS is providing to your
(vo) equipment.
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Parameter

Number Sample Display

Password

Parameter Name
(Short Form)

Explanation

3 03 --Reserved--
4 04 10ut6.2

5 05 VA Out 748

Service

Change Not
Allowed

Reserved

acampsiout

(o)

vaout
(va)

The current your equipment is drawing from
the UPS.

Volt-Amps Out. The total “apparent power”
your equipment is drawing from the UPS.
This value is based on parameter 2
multiplied by parameter 4, and should be
less than or equal to the VA or kVA rating of
the UPS. See VA Limit, parameter 19.

6 06 | Batt 0.0

Service

ibatt
(ib)

Battery Current. When the UPS is running
on AC input, this is the charging currentin
amperes (A). When the UPS runs on battery
power (inverter), this is the amount of
current (in amperes) the batteries are
supplying to the UPS.

7 07 V Batt 48.51

Service

vbatt
(vb)

Battery Volts. The present battery voltage.
The UPS sounds an alarm if this value is too
low.

8 08 Freq 60.43 Hz

Change Not
Allowed

frequency

(f)

In normal operation, this is the frequency of
power the UPS is receiving from the AC
input source. If this value falls outside
preset limits, the UPS goes to battery
power. When the UPS is running on battery
power, this is the frequency the UPS is
supplying to your equipment.

9 09 RunTime 12m

Change Not
Allowed

runtime

(rt)

Estimated Run Time Remaining. The amount
of time the UPS continues to support your
equipment when the UPS is running on
battery power. The UPS sounds an alarm
when this value falls below a preset limit.

10 10 Date 06/01/02

None

date
(d)

System Date. The UPS uses this date to
record alarms and inverter runs. The date
must be reset when you restart the UPS
after DC power is turned off.

Mor 11 Amb Temp 23c
[DISPLAY]
[11 11T [ENTER]

Change Not
Allowed

ambtemp
(at)

The temperature (in Celsius) inside the UPS.
The UPS sounds an alarm and shuts down if
this value is too high.

12 12 SinkTemp 26¢

Change Not
Allowed

heatsinktemp
(st)

The temperature of the heatsink. The UPS
sounds an alarm if this value is too high.
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Parameter

Parameter Name

Number Sample Display Password (Short Form) Explanation
13 13 --Reserved-- Reserved
14 14 XfmrTemp 28c  Change Not xfmrtemp The temperature of the transformer. The
Allowed (xt) UPS sounds an alarm and shuts down if this
value is too high.
NOTE The display always shows -63c on
FERRUPS models that do not use a
transformer temperature probe.
15 15 Unit ID None unitident UPS ID. An identification string that can be
Network #1 UPS (id) configured for use with your network.
16 16 FullLoad% 075  Change Not fullload Percent of full load. The percentage of the
Allowed (1 UPS's total capacity that is actually being
used by your equipment.
17 17 Watts 546 Change Not watts The total “real power” your equipment is
Allowed (w) drawing from the UPS.
18 18 PF 0.73 Dist Change Not powerfact The power factor of your equipment; the
Allowed (pf) difference in the way it draws voltage and
current. Power factor is equal to Watts Out
(parameter 17) divided by VA Qut
(parameter 5). This parameter also tells
whether the power factor is leading (Lead),
lagging (Lag), or distortion (Dist).
19 19 VALimit 850 Change Not valimit The maximum volt-amps the UPS can
Allowed (val) supply to your equipment at the present
power factor. The UPS sounds an alarm
when VA Out (parameter 5) is higher than
this value.
20 20 #PwrOut 1 Change Not powerout The number of times there has been a loss
Allowed (po) of input power since you started the UPS.
21 21 #0vrLds 0 Change Not overloads The number of times the UPS has sensed an
Allowed (o) overload; that is, the number of times VA
Out has been greater than VA Limit.
22 22 SysHrs 00000 Change Not syshours The total number of hours the UPS has been
Allowed (sh) operating, regardless of mode. This number
does not increase when the UPS ON/OFF
switch is in the OFF position.
23 23 InvMin 0000.0 Change Not invmin The total number of minutes the inverter
Allowed (im) has run since startup.
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Parameter

Parameter Name

Number Sample Display Password (Short Form) Explanation
24 24 Inverter Log Change Not inverterlog A record of the date, time, duration and
L 0319 2127 1215 Allowed (i) reason for the last 20 inverter (battery
power) runs (see “Alarm and Inverter Logs”
on page 64).
25 25 Alarm Log Change Not alarmlog Arecord of the date, time, duration and
A 03192127 1215 Allowed (al) reason for the last 20 alarms (see “Alarm
and Inverter Logs” on page 64).
26 26 Test Results Change Not testresults This parameter records the results of the
(See Allowed (tr) last system test. The parameter display

explanation.)

includes the time and date of the test and
the results of each part of the system test
(see “Automatic System Test” on page 33).

Additional Parameters The microprocessor in the UPS keeps track of more than 100 parameters. Parameters 27 and
above are alarm and operation set points, calibration factors and other settings. You usually do not need access to
these parameters for normal operation of the UPS. If you need information about the full range of UPS parameters, call
your service representative to ask for TIP 407 or TIP 503. TIP 407 describes communication from a control panel.

TIP 503 describes communication through the RS-232 port.

UPS Shutdown

The FERRUPS Rack Mount UPS is designed for many years of
round-the-clock operation. Usually, you do not need to shut down the
UPS, even if your equipment is shut down for several days. Even when
it's not powering your equipment, the UPS monitors its internal
condition and keeps the Time and Date parameters current.

The following situations may require a UPS shutdown:

1.

2
3.
4

When you do not expect to use it for an extended period of time.

When it is being serviced.

Before you move it.

When it has gone into the Off mode because the batteries have
been discharged during an extended outage.

When a system malfunction requires a UPS shutdown.
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38

CAUTION
When AC input voltage is present, the UPS system can provide output voltage even though
its batteries are disconnected. To confirm that there is no UPS output voltage, always
disconnect the AC input source; if the UPS has one or more separate battery cabinets, open

the DC disconnect switch on each battery cabinet or disconnect the battery cabinet from the
UPS.

1. UPSs with no bypass switch: Turn off the protected equipment.
Continue to Step 2.

If you need to use the equipment while the UPS is off, plug the
equipment into standard wall outlets and restart the equipment.

UPSs with a Break-Before-Make (BBM) bypass switch (see the
label on the side of the switch): Shut down the protected
equipment. Turn the bypass switch to the LINE position. Continue
to Step 2.

If you need to use the equipment while the UPS is off, restart the
equipment. The equipment receives direct AC line instead of
conditioned power from the UPS.

UPSs with a Make-Before-Break (MBB) bypass switch (see the
label on the side of the switch): Verify that the AC LINE indicator is
on, the BATTERY POWER indicator is off, and the UPS is providing
output. If all three of these conditions are present, turn the bypass
switch to the LINE position. Your equipment receives direct AC line
instead of conditioned power from the UPS. Continue to Step 2.

If all three of these conditions are not present, follow Steps 2-4
before you turn the bypass switch to the LINE position. This causes
a break in power to your equipment between shutting down the
UPS and turning the bypass switch to the LINE position.

CAUTION

Equipment can be damaged if you change the switch position when line is applied and the
UPS is off or on battery! Refer to TIP 410.

2. Use the FERRUPS key to turn the UPS ON/OFF switch to the OFF
position.

3. If the UPS is plugged in, unplug it. For hardwired models, turn the
AC line disconnect switch to the OFF position.
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4. For battery cabinets with a battery connector on the rear panel,
unplug the connector between the battery cabinet(s) and the UPS.

0 NOTE Be sure to reconnect this connector before you restart the UPS.

For battery cabinets without a battery connector, turn the DC
switch to the OFF position.

0 NOTE The DC switch MUST be turned off to ensure that the batteries will not discharge.

e The DC switch is located under the hinged panel on the top of
the battery cabinet. Remove the bolts that hold the front of the
battery cabinet to the rack. Pull the battery cabinet out slightly;
unscrew the panel screw and lift open the hinged panel. Turn off
the DC switch.

¢ Close and secure the top panel. Slide the battery cabinet back in
the rack. Reinstall the bolts to secure the battery cabinet to the
front of the rack.

5. If the UPS is turned off for an extended period of time, recharge
the batteries every 90-120 days to prevent battery damage.

To restart the UPS, see “"UPS Startup” on page 17.

Extended Power Outages

If the power is out for an extended time, the UPS continues to provide
power for your equipment until it gets near the end of its run time. You
can check the remaining battery run time by reading parameter 9 (see
page 35).

At a preset number of minutes before the end of the run time
(factory-default setting is five minutes), the UPS sounds a Low Runtime
alarm (- @ ¢). Shut down your equipment and turn off the UPS to
conserve the remaining battery power (see “UPS Shutdown” on

page 37). When AC input power returns, turn on the UPS to recharge
the batteries.

If your UPS shuts itself down because its battery voltage is too low, shut
down the UPS until the AC input power returns (see “UPS Shutdown”
on page 37).
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Chapter 5 Communication

The FERRUPS Rack Mount UPS is capable of full-duplex communication
and can communicate with a computer, a Local Area Network (LAN), or
a multi-user computer system. If your system comes with UPS
monitoring and automatic shutdown software, the FERRUPS Rack
Mount UPS can communicate with that software. If your system does
not have software, you can use the CheckUPS® || Power Management
Software included on the Software Suite CD.

If you do not plan to use CheckUPS Il software or other UPS monitoring
software, you can still set up RS-232 communication with the UPS and
use commands and parameters to control UPS operation.

Software Suite CD

Each UPS ships with the Software Suite CD and a communication cable.
To begin installing CheckUPS Il software, refer to the instructions
accompanying the Software Suite CD.

CheckUPS Il software uses an RS-232 serial link to communicate with
the UPS, and (using Microsoft® Windows®) it provides you with
up-to-date graphics of UPS power and system data and power flow. It
also gives you a complete record of critical power events and notifies
you of important UPS or power information. If there is a power outage
and the UPS system battery power becomes low, CheckUPS Il software
can automatically shut down your computer system to protect your data
before the UPS Low Battery shutdown occurs.

0 NOTE You can download the latest software version from www.eaton.com/powerquality.
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Communication Port

The communication port cable pins are identified in Figure 10 and the pin

functions are described in Table 6.

 0eE0EEOOEEOED
B0 BOeOO

Figure 10. Communication Port

Table 6. Communication Port Pin Functions

Pin Function Function

2 Transmit Data (in)
3 Receive Data (out)
4 Request to Send To enable hardware handshaking on these pins, call your service
5 Clear to Send representative.
6 +12V Level (0.01A) when the UPS is operating
7 Signal Ground
n Contact opens when on

inverter
12 Contact closes when on These relay contacts are rated at 25 Vac/Vdc and 250 mA (see “Remote

inverter Monitoring” on page 49).
13 Common Inverter Signal

Contact
14 +12V, 0.5A (850 VA-3.1 kVA) or 0.3A (4.3-7 kVA) Do not use for setting logic levels.
18 +12V Level (0.01A) when UPS is operating
20 AS/400 Option
21 Remote Shutdown
23 Contact closes on alarm

These relay contacts are rated at 25 Vac/Vdc and 250 mA (see “Remote
24 Common Alarm Signal Contact Monitoring” on page 49).
Pins 23 and 25 change status when the UPS is turned off.

25 Contact opens on alarm

NOTE Pins 2-5 and 7 are for RS-232 communication, Pins 11-13 and 23-25 are for remote monitoring, and Pin 21 (used
with 6 or 18) is for remote shutdown. The following sections describe how to take advantage of these features. Pin 20 is

for option use only.

42

Eaton FERRUPS Rack Mount UPS (850 VA-7 kVA) User's Guide ¢ 164201424 Rev 1
www.eaton.com/powerquality



COMMUNICATION

Connecting a Terminal or Computer to the RS-232 Port

CAUTION

Do not make connections to the RS-232 communication port if the UPS is connected to a
positive ground battery system. The RS-232 ground must be isolated or equipment damage
will result. For help, contact your service representative.

If you are connecting a terminal to the RS-232 port, the terminal must be
capable of serial communication.

If you are connecting a computer, the computer must be running
terminal emulation software (such as HyperTerminal®). Most modem
software packages can emulate a terminal; if you do not have a terminal
emulation program, please contact your service representative for more
information.

1.

To connect the FERRUPS Rack Mount UPS DB-25S (female)
RS-232 port to your terminal or computer, you need a cable
designed specifically for this purpose (see Figure 11 and Figure 12).
Eaton offers cables for computers or terminals using 25-pin or 9-pin
serial ports; call your service representative to order one of these
cables. If you would like to build your own cable, follow these
requirements:

¢ Use a high-quality, shielded cable.

* Do not use a standard 25-conductor straight-through cable;
only include straight-through connections for the pins shown in
Figure 11 and Figure 12.

For RS-232 communication, use Pins 2 (transmit data), 3 (receive
data), and 7 (signal ground). For hardware handshaking (request to
send on Pin 4 and clear to send on Pin b), contact your service
representative. No other pins should be connected from the UPS
RS-232 port to your terminal or computer.

For more information on pin connections and the function of the
non-serial pins on the RS-232 port, see Table 6 on page 42,
“"Remote Monitoring” on page 49, and “Remote Shutdown” on
page 50.

0 NOTE To connect a modem, see TIP 503.
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Figure 11. DB-9 to UPS Pinout
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Figure 12. DB-25 to UPS Pinout

2. Connect the cable from the RS-232 port on the UPS rear panel to
the serial port on your terminal or computer.

3. Your terminal or computer should be set to: 1200 baud, 8 bits, No
parity, 1 stop bit, and full duplex.

The terminal or terminal emulation software should also be set to
full duplex. If you are using a terminal, note that the FERRUPS Rack
Mount UPS supports the TeleVideo® 900 series, ADM3A and
WYSE® 50 emulation.

Table 7 shows the standard settings at the UPS DB-25S port and
the settings that can be adjusted. Call your service representative if
you need to adjust any of the settings.
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Table 7. DB-25 Port Settings

Specification Standard Setting Adjustable to
Connector 25-pin D (female) wired as DCE
Format ASCII, 8 bits, 1 stop bit Standard setting or
Most significant bit set to 0 7/8 bits, 1/2 stop
Baud Rate 1200 50-38400
Parity None 0dd, Even, or None
Duplex Full Full or Half

4. Turn your terminal on or run your terminal emulation software. Then
press [ENTER] on your keyboard; a prompt appears on the screen.
The prompt varies depending on your current password level:

=> Normal prompt
User=> User-level password has been entered

5. Press [ENTER] on your keyboard a few times to verify that the UPS
responds.

6. To control or monitor the UPS, simply type the desired command
and press [ENTER].

Table 8 shows what keystrokes to use as you type commands or

view displays. See Table 9 for more information on UPS
commands.

Table 8. Keystroke Commands

Action Key Sequence
Delete last character typed. [BACKSPACE] or [CTRL]-[H]
Delete line. [CTRLI-[X]
Pause displays that take more than one screen. [CTRL]-[S]
Resume scrolling. (Turn Pause off.) [CTRL]-[Q]
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Entering Commands from a Terminal or Computer

To monitor or control the FERRUPS Rack Mount UPS from a terminal or
computer, simply type in one of the commands and press [ENTER] (see
Table 9). Use the following command syntax:

e type the command in uppercase or lowercase

e use the entire command or the short form (you can also abbreviate
the command as long as you include the letters in the short form)

e use a semicolon to separate more than one command on a line

Table 9. Commands

Command Short Password Function
Form
alarmshelp ah None Shows a list of all possible alarm messages, the audio code and letter
for each alarm and whether the alarm is active.
alarmlog al None Displays Alarm Log. See “Alarm and Inverter Logs” on page 64.
alarmtest at None Allows you to test the alarm function. Alarmtest sounds the User Test
alarm (J). See page 63.
alarmtest cancel atc None Turns the User Test alarm off.
chargermode chm None* Shows the UPS battery charger mode. By entering a mode after the
chargermode command, you can change the charger mode:
» chargermode off (chm f) or chargermode disable (chm d) = charger
off
» chargermode on (chm o) or chargermode enable (chm e) = charger
on
 chargermode auto (chm a) = charger enabled if AC input voltage and
battery voltage are acceptable
clearalarms ca None Clears all active alarms.
clearhistory ch None Clears the minimum and maximum parameter values shown when you
use the extendedhistory or history commands.
clearpassword cp None Clears the current password.
commands cm None Displays a list of all valid commands.
contdisplay cd Depends  Continuously displays the parameter that you are currently displaying.

on You can specify other parameters for the continuous display by
parameter entering the name or number of each parameter after the contdisplay
password command.

*If you change parameter 39 to “Yes,” this command requires a user-level password.
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Command Short Password Function
Form

contstatus cs None Continuously displays the Status information (see the status
command).

date da None* Displays system time and date. To set the date, enter date
[month]/[day]/[year].

delay dl None Delays next command when you enter a number after delay. Each unit
represents 2.5 milliseconds, so delay 1 would cause a 2.5-millisecond
delay. For a 1-second delay, enter delay 400.

display d Depends  Displays the values of one or more parameters (see Table 5 on

on page 34).
parameter Format: display [parameter # or name] [parameter # or name]
password  Example: d 1 fullload ol displays the values of parameters 1, 16,

and 21.

extendedhistory xh None Displays the minimum and maximum values of parameters 1 (Vac In),
2 (Vac Qut), 7 (Vdc), and 5 (VA Out); the command then clears the
minimum and maximum values (see Table 5 on page 34).

format f None Displays an 80-character line containing information on the FERRUPS
status. CheckUPS Il and other UPS monitoring software use this data.

help ?orhe None Shows a list of terminal/computer commands.

history h None Displays the minimum and maximum values of parameter 1 (Vac In); the
command then clears the minimum and maximum values.

identify None Shows Eaton's address and telephone number and the software
version.

inverterlog il None Displays the Inverter Log. See “Alarm and Inverter Logs” on page 64.

logs | None Displays both the Alarm and Inverter Logs. See “Alarm and Inverter
Logs” on page 64.

off [time] o [time] None* Shuts down the UPS a given number of seconds. The READY indicator
flashes until the UPS shuts down, and the UPS beeps 5 seconds before
shutdown.
Example: OFF 60 shuts down the UPS in 60 seconds.

off [time] autostart o [time] None* Shuts down the UPS in a given number of seconds (see above), and

a restarts the UPS shortly after power returns.
off cancel oc None* Cancels timed shutdown.

*1f you change parameter 39 to “Yes,” this command requires a user-level password.
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Short

Command Password Function
Form
parameters p Depends  Shows a list of system parameters. See “Parameters” on page 34. You
on can also display a range of parameters by entering the starting and
parameter ending parameter number or name after the command.
password Example: Parameters 1 10 displays parameters 1 through 10.
paramkeywords pk Depends  Displays all parameters and their keywords (the names you can use
on with commands). You can also display a range of parameters by
parameter entering the numbers or names of the starting and ending parameters.
password
password pw None Allows you to enter the user-level password. Typing password alone
clears the current password.
Example: password 377 enters the user-level password.
program pr Depends  Lets you set the value of any parameter. You must enter the appropriate
on password before you reset the value. See the Password command
parameter above.
password Format: PR [parameter # or name] [newvalue]
Example: PR 0 815 resets the time (parameter 0) to 8:15 a.m.
remote rm None Configures the RS-232 port so the connected terminal works like a
control panel.
shutdown sd None* Shuts down the UPS output in 60 seconds (if you enter shutdown
or alone) or the number of seconds you specify after the command. The
shutdown autostart sda READY indicator flashes until the UPS shuts down. If you specify
autostart, the UPS restarts shortly after power returns.
shutdown cancel sdc None* Cancels a shutdown started with the shutdown command.
shutup sh None Turns off audible alarm.
status s None Shows date, time, system status, present system mode, active alarms,
and the value of various system parameters.
systemmode _ sm None* Typing systemmode alone displays which system mode is now active.
You can use systemmode with a, f, i, or L to enter one of the modes
below.
systemmode auto sma None* Enters the Auto mode. This is the normal FERRUPS UPS mode. In this
mode, the UPS provides conditioned AC power to your equipment; if
there is a power outage, the UPS is ready to switch to battery power.
systemmode off sm f None* Enters the Off mode. In this mode, the UPS is not providing power to

your equipment, but you can still use the UPS control panel.

*If you change parameter 39 to “Yes,” this command requires a user-level password.
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Command Short Password Function
Form

systemmode smi None* Enters the Inverter On mode. In this mode, the UPS is converting DC

inverter battery power to AC power for your equipment.

systemmode sm None* Enters the Line Condition mode. In this mode, the UPS provides

linecondition conditioned AC power to your equipment, but it does not switch to
battery power if there is a power outage. Instead, the UPS sounds a
Low AC Out alarm.

systemtest stst None* Starts a system test of the logic, inverter and battery.

time t None Shows the current UPS time. To set the time, enter [hour]:[minutes]
after the command.

unshutup u None Turns audible alarm back on.

*If you change parameter 39 to “Yes,” this command requires a user-level password.

Remote Monitoring

Alarm Signal Contacts: These are relay contacts (rated at 25 Vac/Vdc
and 250 mA) that change status on any alarm condition or when the UPS
is turned off. Contacts that close on an alarm are available between

Pins 23 and 24. Contacts that open on an alarm are available between
Pins 24 and 25.

Inverter On Signal Contacts: These are relay contacts (rated at

25 Vac/Vdc and 250 mA) that change status when the inverter turns on.
Contacts that close on inverter operation are available between Pins 12
and 13. Contacts that open on inverter operation are available between
Pins 11 and 13.
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Remote Shutdown

The FERRUPS Rack Mount UPS can be connected to a remote
shutdown switch to shut off output from the UPS to your protected
equipment. The shutdown switch must have a set of contacts that can
apply the UPS's +12 Vdc on Pin 6 to the UPS's Pin 21. (You can use
Pin 18 instead of Pin 6; do not use Pin 14.) Use a single twisted-pair
shielded cable to connect the switch to the UPS pins. A connection
between Pins 6 and 21 (or 18 and 21) shuts down UPS output power to
the protected equipment.

When the UPS Remote Shutdown feature has been activated, the UPS
is in the Off mode and the Emergency Power Off alarm sounds. A
control panel or a terminal connected to the UPS displays Emergency
PwrOff.

To restart the UPS, break the connection between Pins 6 and 21 (or
between Pins 18 and 21) at the UPS's RS-232 port. Then, follow the
steps for your model in “UPS Startup” on page 17. Note that the 12V
level on Pin 6 or Pin 18 is only available when the UPS is operating.

You can change the type of signal that the UPS responds to and how
quickly it responds. You can also set up the UPS to restart automatically
when the shutdown signal stops. See TIP 503 or contact your service
representative for more information.
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Bypass Switches

Control Panel

Options

Eaton offers many options for your FERRUPS Rack Mount UPS. If you
would like more information, contact Eaton or your local distributor.

If your UPS does not have a plug, a bypass switch can transfer the
protected equipment to direct AC input power conveniently when it's
time to service the UPS. Contact Eaton or your local distributor for
recommendations and additional information on the different bypass
switches.

Control panels are available that provide UPS monitoring and operation
from a remote location.

Environmental Monitoring

Eaton's EnviroCom™ monitors office and UPS conditions and phones
you when there is a problem. EnviroCom Il also lets you:

e call the UPS for an update on its status and environment

¢ control and communicate with the UPS through a modem

Extended Run Times

Warranties

If you want extended run times, contact Eaton or your local distributor
for information on adding additional battery capacity or an optional
battery charger.

Besides our standard two-year warranty, Eaton offers several warranty
enhancement plans to meet your service and maintenance needs.
Contact Eaton or your local distributor for more information.
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Chapter 7

i

Maintenance

NOTE Technicians must observe important safety precautions while performing these
checks.

The FERRUPS Rack Mount UPS is designed to provide years of
trouble-free operation. Its internal control system checks the batteries
and inverter periodically to ensure reliable operation. In fact, you'll
probably find that your FERRUPS Rack Mount system requires less
maintenance than any of your other computer peripherals.

Nevertheless, the FERRUPS Rack Mount UPS and optional external
battery cabinets do require some attention to assure continued reliable
service. Eaton recommends that you schedule preventive maintenance
checks at least every six months. At these checks, the service
technician should follow Eaton's recommended maintenance schedule,
which includes the following items:

e Check operating environment for clean, cool, dry conditions.

* Inspect and clean the unit.

¢ \iew and record the alarm and inverter logs.

* Check the batteries.

® Check the AC and DC meter functions and recalibrate if necessary.
e Perform an outage test.

e Check and record the values of the first 19 parameters while the UPS
is online and on battery.

For more information on preventive maintenance checks, contact your
service representative.
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Chapter 8 Specifications

Table 10. 850 VA-7 kVA Model Specifications

Model 850VA/ 115kVA/ 14kVA/ 18kVA/ 21kVA/ 3.1kVA/ 43kVA/  TkVA/
600W 800w 1kW 125kW  15kW 22kw 3kwW 5 kW
AC Input Voltage'
60 Hz 120V 120V 120V 120%/208/240V
50 Hz 220/230/240V 220/230/240V 220/230/240V 220/230/240V
AC Input Current, Standard Charger
FES/FER: 120 Vac 6.6A 8.5A 1A 14A 16A 23A 32A 51A
208 Vac 37A 5A 6A 9.2A 1A 14A 18A 30A
240 Vac 3.2A 4.2A 5.3A 8.2A 9.2A 12A 16A 26A
QFES/QFER:
220 Vac 4.4A 4.9A 5.7A 7.9A 8.2A 13A 19A 27A
230 Vac 4.2A 4.6A 5.4A 1.5A 1.8A 12A 18A 26A
240 Vac 4.0A 4.4A 5.2A 1.2A 1.4A 12A 17A 24A
Recommended
AC Input Service: 10A 15A 15A 20A 20A 30A 40A 70A
60 Hz with 120 Vac?
Output Voltage and Maximum Qutput Current3
120 Vac 71A 9.3A 1A 15A 17A 26A 34A 58A
208 Vac — — — — — — 20A 34A
220 Vac 3.8A 5A 6.4A 7.9A 9.3A 14A 19A 31A
230 Vac 3.6A 4.8A 6.2A 1.6A 8.9A 13A 18A 30A
240 Vac 35A 47A 5.9A 13A 8.6A 13A 17A 29A
Efficiency on AC Line 85% 88% 88% 90% 90% 91% 90% 90%
On Line
BTU/hour: 361 372 465 474 568 742 1138 1896
kW/hour: 0.106 0.109 0.136 0.139 0.166 0.217 0.333 0.556
Audible Noise (dB) 48 50 50 50 50 51 50 52

0ther voltages available. Contact Eaton or your local distributor.

2120 Vac is optional for FER 4.3 kVA and FER 7 kVA models.

3At 0.7 leading power factor.
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Table 11. Electrical Input and OQutput

Nominal Frequency

Online: 60 Hz (FER) or 50 Hz (QFER) Output frequency tracks input line frequency up to
limit, which is adjustable from +0.01 Hz to +3.00 Hz. Inverter turns on if line frequency
exceeds the selected limit.

Oninverter: 60 Hz (FER) or 50 Hz (QFER) +0.03 Hz.

Regulation

+3% load regulation (under any line, load, or battery condition to within -8.3% and +5% of
nominal)

Voltage Waveform

Sine wave; <5% THD at rated linear loads, computer-grade power

Overload Capability

Online (nominal Vac in): 150% surge and 125% for 10 minutes.

On inverter (nominal Vdc in): 150% surge and 110% for 10 minutes.

Overload operation is not thermally limited. The FERRUPS Rack Mount UPS
microprocessor continuously monitors output VA and sounds an alarm before loss of
output voltage regulation occurs.

DC Input Protection

DC fuse and battery charger fuse

Output Protection

The ferroresonant transformer inherently limits current and provides overload protection.
The FERRUPS Rack Mount UPS has high AC and low AC output voltage alarms, as well as
an overload alarm. If the AC output voltage falls below the low AC output voltage alarm
setpoint, the UPS sounds an alarm after 5 seconds. If the AC output voltage falls below
the low AC output shutdown setpoint, the UPS sounds an alarm and shuts down.

Some models have output receptacles protected by fuses or circuit breakers.

Isolation, Including Output
Neutral to Ground Bonding

The FERRUPS Rack Mount UPS provides a true, separately-derived power source, as
defined by National Electrical Code Article 250-5d, with output neutral bonded to ground.
There is no direct connection between input and output, and less than 2 pF of effective
input to output capacitance.
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Table 12. Environmental and Safety

Operating Temperature 0°C to 40°C (32°F to 104°F)

Storage Temperature UPS with batteries: =20° to 40°C (~4° to 104°F)
UPS without batteries: =20° to 60°C (~4° to 140°F)

Relative Humidity 0-95% noncondensing

Operating Altitude Up to 3,000 meters above sea level (10,000 ft)

The maximum operating ambient temperature decreases 1°C per 300m above sea level
(2°F per 1000 ft above sea level)

Ventilation The air around the UPS must be clean and free of dust, corrosive chemicals, and other
contaminants. The FERRUPS Rack Mount UPS uses internal fans to circulate the air for
cooling. The air must be free to circulate around the UPS and battery cabinet(s). Do not
operate the UPS in a sealed room or container.

Lightning and Surge The FERRUPS Rack Mount UPS provides 2000-to-1 spike attenuation. Tested using
Protection lightning standard per ANSI/IEEE C62.41 Category A (6000V spike and 200A) and
Category B (6000V spike and 3000A) test, and ANSI/IEEE C62.45 test procedures.

Noise Rejection Common mode: Greater than 120 dB with output neutral bonded to ground
Transverse (Normal) mode: Greater than 60 dB

Table 13. Battery

Voltage 850 VA-1.4 kVA models: Nominal battery voltage is 12 Vdc. Standard battery charger
output is variable. For 850 VA models, the charger output is rated at approximately 4A at
low battery and 2A at 13.7 Vdc. For 1.15 kVA and 1.4 kVA models, the charger output is
rated at approximately 8A at low battery and 2A at 13.7 Vdc.
1.8-3.1 kVA models: Nominal battery voltage is 48 Vdc. Standard battery charger output is
rated at 4A at 54.8 Vdc.

4.3-7 kVA models: Nominal battery voltage is 48 Vdc. Standard battery charger output is
rated at bA.

Type Standard batteries are sealed, gas recombinant, lead-acid type, especially designed for
UPS use.

NOTE Optional battery chargers at higher current ratings are available. Contact Eaton or your local distributor for more
information.

Table 14. Battery Times (in Minutes)

Model 850 VA/ 1.15VA/ 1.4VA/ 1.8kVA/  21kVA/  31kVA/  43kVA/ 71kVA/

600W 800w 1kW 1.25 kW 1.5 kW 22kW 3kw 5 kw
Full Load " 19 14 31(9) 24(7) 14 (6) 26 12
Half Load 28 49 36 73(23) 58 (18) 35(17) 61 33

NOTE Times in parenthesis are for FES and QFES models. Standard runtimes are shown; optional extended runtimes
are available.
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Table 15. Dimensions

Model Unit (Hx W x D) Front Panel (H x W)
FES/QFES 9.75"” x 16.0"” x 21.25" 10.5” x 19.0”
850 VA, 1.15 kVA, 1.4 kVA, 1.8 kVA, 2.1 kVA, (24.8 cm x 40.6 cm x 54.0 cm) (26.7 cm x 48.3 cm)
and 3.1 kVA
FER/QFER 9.75" x 16.0” x 26.25" 10.5” x 19.0”
1.8 kVA, 2.1 kVA, and 3.1 kVA (24.8 cm x 40.6 cm x 66.7 cm) (26.7 cm x 48.3 cm)
FER/QFER 19.0” x 16.0” x 26.25" 19.25” x 19.0”
4.3 kVA and 7 kVA (48.3 cm x 40.6 cm x 66.7 cm) (48.9 cm x 48.3 cm)
RBC-1 and RBC-2 Battery Cabinets 13.5” x 17.0” x 26.5" 14.0” x 19.0”
(34.3cmx43.2cmx67.3 cm) (35.6 cm x 48.3 cm)
RBC-3 Battery Cabinets 8.3" x16.25" x 24.25" 8.8” x19.0”
(21.1cmx41.3cm x 61.6 cm) (22.4 cm x 48.3 cm)
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Table 16. Weights

60-Hz Models UPS Weight UPS Weight Battery Cabinet
(Without Battery) (With Battery) (With Standard Batteries)

FES 850 VA 79 1b (36 kg) 105 Ib (48 kg) —

FES 1.15 kVA 83 1b (38 kg) 135 1b (62 kg) —

FES 1.4 kVA 98 Ib (45 kg) 150 Ib (68 kg) —

FES 1.8 kVA 96 Ib (44 kg) 152 1b (69 kg) —

FES 2.1 kVA 106 Ib (48 kg) 162 1b (74 kg) —

FES 3.1 kVA 128 1b (58 kg) 188 Ib (85 kg) —

FER 1.8 kVA 105 1b (48 kg) 209 Ib (95 kg) —

FER 2.1 kVA 116 Ib (53 kg) 220 1b (100 kg) —

FER 3.1 kVA 138 Ib (63 kg) 238 1b (108 kg) —

FER 4.3 kVA 245 1b (111 kq) — 250 1b (113.4 kg)
FER 7 kVA 330 Ib (150 kg) — 250 1b (113.4 kg)
50-Hz Models UPS Weight UPS Weight Battery Cabinet

(Without Battery) (With Battery) (With Standard Batteries)

QFES 850 VA 36 kg 49 kg —

QFES 1.15 kVA 40 kg 64 kg —

QFES 1.4 kVA 47 kg 70 kg —

QFES 1.8 kVA 49 kg 72 kg —

QFES 2.1 kVA 54 kg 77kg —

QFES 3.1 kVA 64 kg 92 kg —

QFER 1.8 kVA 51 kg 98 kg —

QFER 2.1 kVA 56 kg 103 kg —

QFER 3.1 kVA 66 kg 111 kg —

QFER 4.3 kVA 118 kg — 113.4 kg
QFER 7 kVA 158.8 kg — 113.4 kg
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Chapter 9

Alarms

i

Troubleshooting

When your FERRUPS Rack Mount UPS detects an alarm condition, the
UPS displays the alarm with the following indications:

¢ the ALARM indicator on the front panel (and the control panel if you
have one) illuminates

e sounds an audible alarm

e displays an alarm message on the control panel (if you have one).

NOTE |f the control panel does not display the message, press [CLEAR] until you reach the
scrolling display.

When an alarm occurs, follow these steps:
1. Find out which alarm condition the UPS is detecting.

¢ |f you have a control panel, you can read the alarm on the
display.

¢ |f you do not have a control panel, listen to the alarm code; the
UPS sounds the Morse Code for the alarm letter.

2. Find the alarm in Table 17 and follow the instructions to resolve the
problem.

3. To silence the alarm:

850 VA-3.1 kVA models: Turn the Alarm Silence switch on the
UPS rear panel to the OFF position.

4.3-7 kVA models: Press [CTRLI-[5] [ENTER] [ENTER] on the
control panel.

4. After the alarm condition is cleared, turn the alarm beep back on
(using either the switch or the control panel).

NOTE |If you do not turn the alarm beep back on, the UPS is not able to sound an alarm
code the next time there is an alarm.
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Table 17. Alarms

Letter LA — What It Means What To Do
Code Message
A °_ Low Battery The UPS has shut down after running on ~ Wait for AC input power to be restored.
battery and discharging the batteries. When AC input power returns, turn on
the UPS. The CHARGING indicator
illuminates as the UPS begins recharging
batteries.
B —oeoo Near Low The battery voltage has reached the The alarm should clear itself when the
Battery Near Low Battery setpoint. battery charger has charged the
batteries enough.
C —o_o High The battery voltage is too high because ~ Contact your service representative.
Battery  of a problem with the charging circuit or
parameter settings.
D —eo Low The UPS is running on battery power, and Shut down your equipment and turn off
Runtime  the battery run time remaining is low. the UPS to conserve battery power.
When AC input power returns, turn the
UPS on again.
E L Low AC  The output voltage is below a The UPS shuts down. Shut down your
Output preprogrammed setpoint. equipment or bypass the UPS, and turn
the UPS switch off. Contact your service
representative.
F ee_o High AC  The output voltage is higher than the Contact your service representative.
Output alarm setting.
G ——e Output Power requirements exceed UPS Turn off and unplug the UPS. Remove
Overload  capacity (check the UPS VA rating) or some of the equipment from the UPS.
the load is defective. Restart the UPS.
If the overload condition persists (125%
for 10 minutes), the UPS automatically
shuts down.
H eeee HiAmbient The temperature inside the UPS is too If the UPS has shut down, contact your
Temp high. If the temperature reaches a preset service representative. If not, shut down
point, the UPS shuts down. the protected equipment and the UPS,
correct the cause of the high
temperature if possible, and turn the UPS
on again. If the problem persists, contact
your service representative.
oo Hi The inverter temperature is too high. If If the UPS has shut down, contact your
Heatsink  the temperature reaches a preset point,  service representative. If not, shut down
Temp the UPS shuts down. your equipment or bypass the UPS; turn
the UPS off. Contact your service
representative.
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Letter LA e What It Means What To Do
Code Message
J e_——  UserTest The useristesting the alarm feature. To start the user test alarm from the
Alarm control panel, press [CTRL]-[8] [ENTER]
[ENTER]. Repeat the procedure to turn
the alarm off.
K —e—  HiTransfmr The transformer temperature is too high.  The UPS may have shut down; if so,
Temp If the temperature reaches a preset contact your service representative. If
point, the UPS shuts down. the UPS has not shut down, shut down
your equipment or bypass the UPS; then,
turn the UPS off and contact your service
representative.
L o_oo Check The UPS has detected a charger Contact your service representative.
Charger  problem.
M -—— Check The batteries have failed the automatic Contact your service representative.
Battery  system test.
N —e Check The inverter has failed the automatic Contact your service representative.
Inverter  system test.
0 - Memory  Possible microprocessor problem. Shut down your equipment or bypass the
Check UPS; turn off the UPS. Contact your
service representative.
P ®_—e FEmergency The Remote Shutdown feature has been  To restart the UPS, disconnect the signal
PwrOff activated at the RS-232 port (see to Pin 21 on the RS-232 port. If you have a
“Remote Shutdown” on page 50). control panel, put the UPS in Auto mode.
If not, turn the UPS ON/OFF switch off
and then on again.
Q ——o—  HiPFMRes The Power Factor Module's temperature If the UPS has shut down, contact your
Temp is too high. If the temperature reaches a  service representative. If not, shut down
preset point, the UPS shuts down. your equipment or bypass the UPS; then,
turn the UPS off and contact your service
representative.
R e_o Probe A temperature probe is missing or The UPS may shut down. Contact your
Missing  damaged. service representative.
S oo High AC  Theinput voltage is higher than the alarm Contact your service representative.
Input setting.
T - Call Service The UPS has detected a problem that The UPS shuts down. Contact your

requires service.

service representative.
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Alarm and Inverter Logs

64

Your FERRUPS Rack Mount UPS makes an entry in its logs every time it
sounds an alarm or switches to inverter (battery power). This information
can be helpful in diagnosing problems.

You can view the Alarm and Inverter Logs from either the UPS control
panel or a terminal or computer that you have connected to the RS-232
port (see “Connecting a Terminal or Computer to the RS-232 Port” on
page 43).

Reading the Alarm Log from a Control Panel

The Alarm Log is parameter 25. To display the Alarm Log from a control
panel, follow these steps:

Press this key: Display shows:
[DISPLAY] Display:

[215] Display: 25
[ENTER] 25 Alarm Log

The display scrolls through the 20 most recent entries in the Alarm Log.
If you have not had 20 alarm conditions, the display scrolls through the
entries FERRUPS Rack Mount has recorded. You can use the number
keys as you view this scrolling display:

Use this key: To do this:
[0] Pause the scrolling and start it again.
[1] through [9] Go to the next log entry.

Each log entry consists of four pieces of information: the alarm code,
the date (month/day) of the alarm, the time (in 24-hour time) and the
duration (in hours and minutes).

For instance, one entry might look like this:
B 0205 1017 0005

In this example, “B"” means the alarm was “Near Low Battery” (see
Table 17 on page 62); if alarm B was active, there would be an
asterisk (*) after “B.” “0205" means the alarm occurred on
February 5 (2/5). “1017" means the alarm occurred at 10:17 a.m.
"0005" means the alarm condition lasted for O hours and 5 minutes.
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Reading the Inverter Log from a Control Panel

The Inverter Log is parameter 24. To display the Inverter Log, follow
these steps:

Press this key: Display shows:
[DISPLAY] Display:

[2][4] Display: 24
[ENTER] 24 Inverter Log

The display scrolls through the 20 most recent entries in the Inverter
Log. If the inverter has not run 20 times, the display scrolls through the
entries the UPS has recorded. You can use the number keys as you
view this scrolling display:

Use this key: To do this:
[0] Pause the scrolling and start it again.
[1] through [9] Go to the next log entry.

Each entry includes four pieces of information: the inverter code, the
date (month/day) of the inverter run, the time (in 24-hour time) and the
duration (in hours and minutes). For instance, one entry might look like
this:

L 0205 0951 0015

In this example, “L"” means the the UPS went to inverter because it lost
AC input power; if the inverter was still running, there would be an
asterisk (*) after the “L.” “0205" means the inverter ran on February 5.
“0951" means the inverter ran at 9:51 a.m. “0015"” means the inverter
ran for 0 hours and 15 minutes.

Table 18. Inverter Codes

Inverter Code Meaning Explanation
T System Test ~ UPS went to inverter to test the batteries.
B Brownout AC input voltage was too low.
L Line Loss AC input power was lost.
M Manual The inverter was started manually.
F Frequency Input frequency was too high or too low.
R Reset A system reset was performed.
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Reading the Alarm Log from a Terminal or Computer

To display the Alarm Log on a terminal or computer, you can use the
alarmlog or logs command (see “Entering Commands from a Terminal or
Computer” page 46). These commands display up to 20 log entries in a
table. For example, the log might look like this table:

Active EventDate EventTime Duration Code/Event

No 08/25/1993 11:25:32 00:00:45 J-User Test
Alarm

No 08/24/1993 12:13:18 00:01:08 A-Low Battery
No 08/24/1993 12:05:07 00:08:11 B—-Near Low
Battery

The table shows whether the alarm is active now (Active), the date and
time of each alarm, how long it lasted (Duration), and what caused the
alarm (Code/Event).

You can also display parameter 25 to view the Alarm Log; this display is
the same as the control panel display.

Reading the Inverter Log from a Terminal or Computer

To display the Inverter Log on a terminal or computer, you can use the
inverterlog or logs command (see “Entering Commands from a Terminal
or Computer” on page 46). These commands display up to 20 log
entries in a table. For example, the log might look like this:

Active EventDate EventTime Duration Code/Event
No 08/25/1993 11:25:32 00:00:45 M-Manual turnon
No 08/24/1993 12:13:18 00:01:08 L-Line fault

The table shows whether the UPS is running on inverter (battery power)
now (Active), the date and time that the UPS ran on battery power, the
length of time the UPS ran on battery power (Duration), and the reason
(Code/Event).

You can also display parameter 24 to view the Inverter Log; this display
is the same as the control panel display.
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Service and Support

If you have any questions or problems with the UPS, call your Local
Distributor or the Help Desk at one of the following telephone numbers
and ask for a UPS technical representative.

In the United States: 1-800-356-5737 or 1-608-565-2100
Europe, Middle East, Africa: +44-17 53 608 700

Asia: +852-2830-3030

Australia: +61-3-9706-5022

Please have the following information ready when you call the Help
Desk:

* Model number

e Serial number

e Version number (if available)

e Date of failure or problem

e Symptoms of failure or problem

e Customer return address and contact information

If repair is required, you will be given a Returned Material Authorization
(RMA) Number. This number must appear on the outside of the package
and on the Bill Of Lading (if applicable). Use the original packaging or
request packaging from the Help Desk or distributor. Units damaged in
shipment as a result of improper packaging are not covered under

warranty. A replacement or repair unit will be shipped, freight prepaid for
all warrantied units.

NOTE for critical applications, immediate replacement may be available. Call the Help
Desk for the dealer or distributor nearest you.
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Chapter 10 Warranty

Two-Year Limited Warranty (US and Canada)

Eaton UPS Models: 9120, 9125, 9130, 9135, 9140, and FERRUPSe up to 3.1 kVA

WARRANTOR: The warrantor for the limited warranties set forth herein is Eaton Corporation, an Ohio
Corporation company (“Company”).

LIMITED WARRANTY: This limited warranty (this “Warranty”) applies only to the original End-User (the
“End-User”) of any Eaton 9120, 9125, 9130, 9135, 9140, and FERRUPS up to 3.1 KkVA Products (individually
and collectively, the “Product”) purchased on or after June 1, 2004, and cannot be transferred. This
Warranty applies even in the event that the Product is initially sold by Company for resale to an End-User.

LIMITED WARRANTY PERIOD: The period covered by this Warranty for Product installed [and currently
located] in the fifty (50) United States, the District of Columbia, and Canada is twenty-four (24) months
from the date of purchase, or thirty (30) months from the date of shipment.

WHAT THIS LIMITED WARRANTY COVERS: The warrantor warrants that the Product and battery
(individually and collectively, the ”Warranted Items”) are free from defects in material and workmanship.
If, in the opinion of Company, a Warranted Item is defective and the defect is within the terms of this
Warranty, Company's sole obligation will be to repair or replace such defective Warranted Item (including
by providing service, parts and labor, as applicable), at the option of Company.

PROCEDURES FOR REPAIR OR REPLACEMENT OF WARRANTED ITEMS: The Warranted Item will be repaired or
replaced at a Company site or such other location as determined by Company.

If the Warranted Item is to be replaced by Company, and the End-User supplies a credit card number or
purchase order for the value of the replacement Product, Company will use commercially reasonable
business efforts to ship (via standard ground shipment and at no cost to the End-User) the replacement
Warranted Item to the End-User within one (1) business day after Company receives notice of the warranty
claim. In such case, the End-User must return (at Company's expense) the defective Warranted Item to
Company in the same packaging as the replacement Warranted Item received by the End-User or as
otherwise instructed by Company. If Company does not receive the defective Warranted Item, Company
will either charge the End-User's credit card, or send the End-User an invoice (which the End-User agrees
to pay), for the value of the replacement Product.

If the Warranted Item is to be replaced by Company, but the End-User is unwilling or unable to supply a
credit card number or purchase order for the value of the replacement Product, Company will use
commercially reasonable business efforts to ship (via standard ground shipment and at no cost to the
End-User) the replacement Warranted Item to the End-User within one (1) business day after Company
receives the defective Product from the End-User.

In any case, Company will provide shipping instructions and will pay its designated carrier for all
shipping charges for return of defective equipment and replacement of Warranted Items. Any returned
Warranted Item or parts that are replaced may be new or reconditioned. All Warranted Items returned to
Company and all parts replaced by Company shall become the property of Company.
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WHAT THIS LIMITED WARRANTY DOES NOT COVER: This Warranty does not cover any defects or damages
caused by: (a) failure to properly store the Product before installation, including the charge of batteries no
later than the date indicated on the packaging; (b) shipping and delivery of the Product if shipping is FOB
Factory; (c) neglect, accident, abuse, misuse, misapplication, or incorrect installation; (d) repair or
alteration not authorized in writing by Company personnel or performed by an authorized Company
Customer Service Engineer or Agent; (e) improper testing, operation, maintenance, adjustment, or
modification of any kind not authorized in writing by Company personnel or performed by an authorized
Company Customer Service Engineer or Agent; or (f) use of the Product under other than normal operating
conditions or in a manner inconsistent with the Product's labels or instructions.

This Warranty is not valid if the Product's serial numbers have been removed or are illegible. Any
Warranted Items repaired or replaced pursuant to this Warranty will be warranted for the remaining
portion of the original Warranty subject to all the terms thereof.

Company shall not be responsible for any charges for testing, checking, removal, or installation of
Warranted Items.

COMPANY DOES NOT WARRANT EQUIPMENT NOT MANUFACTURED BY COMPANY. IF PERMITTED BY THE
APPLICABLE MANUFACTURER, COMPANY SHALL PASS THROUGH SUCH MANUFACTURER'S WARRANTIES TO
END-USER.

COMPANY DOES NOT WARRANT SOFTWARE, INCLUDING SOFTWARE EMBEDDED IN PRODUCTS, THAT IS NOT
CREATED BY COMPANY. WITHOUT LIMITING THE FOREGOING, COMPANY SPECIFICALLY DOES NOT WARRANT
SOFTWARE (SUCH AS LINUX) THAT WAS CREATED USING AN “OPEN SOURCE” MODEL OR IS DISTRIBUTED
PURSUANT TO AN OPEN SOURCE LICENSE.

THIS WARRANTY IS THE SOLE AND EXCLUSIVE WARRANTY OFFERED BY COMPANY WITH RESPECT TO THE
PRODUCTS AND SERVICES AND, EXCEPT FOR SUCH FOREGOING WARRANTY COMPANY DISCLAIMS ALL OTHER
WARRANTIES INCLUDING BUT NOT LIMITED TO ANY IMPLIED WARRANTIES OF MERCHANTABILITY, TITLE,
NON-INFRINGEMENT, AND FITNESS FOR A PARTICULAR PURPOSE. CORRECTION OF NON-CONFORMITIES IN
THE MANNER AND FOR THE PERIOD OF TIME PROVIDED ABOVE SHALL CONSTITUTE COMPANY'S SOLE
LIABILITY AND END-USER'S EXCLUSIVE REMEDY FOR FAILURE OF COMPANY TO MEET ITS WARRANTY
OBLIGATIONS, WHETHER CLAIMS OF THE END-USER ARE BASED IN CONTRACT, IN TORT (INCLUDING
NEGLIGENCE OR STRICT LIABILITY), OR OTHERWISE.

LIMITATION OF LIABILITY: The remedies of the End-User set forth herein are exclusive and are the sole
remedies for any failure of Company to comply with its obligations hereunder. In no event shall Company
be liable in contract, in tort (including negligence or strict liability) or otherwise for damage to property or
equipment other than the Products, including loss of profits or revenue, loss of use of Products, loss of data,
cost of capital, claims of customers of the End-User or any special, indirect, incidental, or consequential
damages whatsoever. The total cumulative liability of Company hereunder whether the claims are based
in contract (including indemnity), in tort (including negligence or strict liability) or otherwise, shall not
exceed the price of the Product on which such liability is based.

Company shall not be responsible for failure to provide service or parts due to causes beyond Company's
reasonable control.

END-USER'S OBLIGATIONS: In order to receive the benefits of this Warranty, the End-User must use the
Product in a normal way; follow the Product's user's guide; and protect against further damage to the
Product if there is a covered defect.
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OTHER LIMITATIONS: Company's obligations under this Warranty are expressly conditioned upon receipt
by Company of all payments due to it (including interest charges, if any). During such time as Company
has not received payment of any amount due to it for the Product, in accordance with the contract terms
under which the Product is sold, Company shall have no obligation under this Warranty. Also during such
time, the period of this Warranty shall continue to run and the expiration of this Warranty shall not be
extended upon payment of any overdue or unpaid amounts.

COSTS NOT RELATED TO WARRANTY: The End-User shall be invoiced for, and shall pay for, all services not
expressly provided for by the terms of this Warranty, including without limitation, site calls involving an
inspection that determines no corrective maintenance is required. Any costs for replacement equipment,
installation, materials, freight charges, travel expenses or labor of Company representatives outside the
terms of this Warranty will be borne by the End-User.

OBTAINING WARRANTY SERVICE: In the USA, call the Customer Reliability Center 7x24 at 800-356-5737.
Outside of the USA, contact your local Eaton product sales or service representative. For comments or
questions about this Warranty, write to the Customer Quality Representative, 3301 Spring Forest Road,
Raleigh, North Carolina 27616 USA.

Two-Year Limited Warranty (US and Canada)
Eaton UPS Models: 9155, 9170+ and FERRUPSe 4.3-18 kVA

WARRANTOR: The warrantor for the limited warranties set forth herein is Eaton Corporation, an Ohio
Corporation company (“Company”).

LIMITED WARRANTY: This limited warranty (this “Warranty”) applies only to the original End-User (the
“End-User”) of any Eaton 9155, 9170+, and FERRUPS 4.3-18 kVA Products (individually and collectively,
the “Product”) purchased on or after June 1, 2004, and cannot be transferred. This Warranty applies even
in the event that the Product is initially sold by Company for resale to an End-User.

LIMITED WARRANTY PERIOD: The period covered by this Warranty for Product installed [and currently
located] in the fifty (50) United States, the District of Columbia, and Canada is twenty-four (24) months
from the date of purchase, or thirty (30) months from the date of shipment for parts, and ninety (90) days
from the date of purchase for labor, as further clarified in the following sections.

WHAT THIS LIMITED WARRANTY COVERS: The warrantor warrants that the Product and battery
(individually and collectively, the ”Warranted Items”) are free from defects in material and workmanship.
If, in the opinion of Company, a Warranted Item is defective and the defect is within the terms of this
Warranty, Company's sole obligation will be to repair or replace such defective Warranted Item (including
by providing service, parts and labor, as applicable), at the option of Company, and such repair or
replacement shall be at either the End-User's location, Company's site, or such other location as
determined by Company. All Warranted Items returned to Company and all parts replace by Company
shall become the property of Company. Expenses for any labor to repair the Warranted Item beyond the
initial ninety (90) days are the sole responsibility of the End-User.

PROCEDURES FOR REPAIR OR REPLACEMENT OF WARRANTED ITEMS: When shipment is required of
End-User: When Company determines that the Warranted Item will be repaired or replaced at a Company
site or such other location, and the End-User must ship to Company the defective Warranted Item, the
following procedures are required.

Eaton FERRUPS Rack Mount UPS (850 VA-7 kVA) User's Guide * 164201424 Rev 1 71
www.eaton.com/powerquality



WARRANTY

If the Warranted Item is to be replaced by Company, and the End-User supplies a credit card number or
purchase order for the value of the replacement Product, Company will use commercially reasonable
business efforts to ship (via standard ground shipment and at no cost to the End-User) the replacement
Warranted Item to the End-User within one (1) business day after Company receives notice of the warranty
claim. In such case, the End-User must return (at Company's expense) the defective Warranted Item to
Company in the same packaging as the replacement Warranted Item received by the End-User or as
otherwise instructed by Company. If Company does not receive the defective Warranted Item, Company
will either charge the End-User's credit card, or send the End-User an invoice (which the End-User agrees
to pay), for the value of the replacement Product.

If the Warranted Item is to be replaced by Company, but the End-User is unwilling or unable to supply a
credit card number or purchase order for the value of the replacement Product, Company will use
commercially reasonable business efforts to ship (via standard ground shipment and at no cost to the
End-User) the replacement Warranted Item to the End-User within one (1) business day after Company
receives the defective Product from the End-User.

In any case, Company will provide shipping instructions and will pay its designated carrier for all
shipping charges for return of defective equipment and replacement of Warranted Items. Any returned
Warranted Item or parts that are replaced may be new or reconditioned. All Warranted Items returned to
Company and all parts replaced by Company shall become the property of Company.

WHAT THIS LIMITED WARRANTY DOES NOT COVER: This Warranty does not cover any defects or damages
caused by: (a) failure to properly store the Product before installation, including the charge of batteries no
later than the date indicated on the packaging; (b) shipping and delivery of the Product if shipping is FOB
Factory; (c) neglect, accident, abuse, misuse, misapplication, or incorrect installation; (d) repair or
alteration not authorized in writing by Company personnel or performed by an authorized Company
Customer Service Engineer or Agent; (e) improper testing, operation, maintenance, adjustment, or
modification of any kind not authorized in writing by Company personnel or performed by an authorized
Company Customer Service Engineer or Agent; or (f) use of the Product under other than normal operating
conditions or in a manner inconsistent with the Product's labels or instructions.

This Warranty is not valid if the Product's serial numbers have been removed or are illegible. Any
Warranted Items repaired or replaced pursuant to this Warranty will be warranted for the remaining
portion of the original Warranty subject to all the terms thereof.

Company shall not be responsible for any charges for testing, checking, removal, or installation of
Warranted Items.

COMPANY DOES NOT WARRANT EQUIPMENT NOT MANUFACTURED BY COMPANY. IF PERMITTED BY THE
APPLICABLE MANUFACTURER, COMPANY SHALL PASS THROUGH SUCH MANUFACTURER'S WARRANTIES TO
END-USER.

COMPANY DOES NOT WARRANT SOFTWARE, INCLUDING SOFTWARE EMBEDDED IN PRODUCTS, THAT IS NOT
CREATED BY COMPANY. WITHOUT LIMITING THE FOREGOING, COMPANY SPECIFICALLY DOES NOT WARRANT
SOFTWARE (SUCH AS LINUX) THAT WAS CREATED USING AN “OPEN SOURCE” MODEL OR IS DISTRIBUTED
PURSUANT TO AN OPEN SOURCE LICENSE.
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THIS WARRANTY IS THE SOLE AND EXCLUSIVE WARRANTY OFFERED BY COMPANY WITH RESPECT TO THE
PRODUCTS AND SERVICES AND, EXCEPT FOR SUCH FOREGOING WARRANTY COMPANY DISCLAIMS ALL OTHER
WARRANTIES INCLUDING BUT NOT LIMITED TO ANY IMPLIED WARRANTIES OF MERCHANTABILITY, TITLE,
NON-INFRINGEMENT, AND FITNESS FOR A PARTICULAR PURPOSE. CORRECTION OF NON-CONFORMITIES IN
THE MANNER AND FOR THE PERIOD OF TIME PROVIDED ABOVE SHALL CONSTITUTE COMPANY'S SOLE
LIABILITY AND END-USER'S EXCLUSIVE REMEDY FOR FAILURE OF COMPANY TO MEET ITS WARRANTY
OBLIGATIONS, WHETHER CLAIMS OF THE END-USER ARE BASED IN CONTRACT, IN TORT (INCLUDING
NEGLIGENCE OR STRICT LIABILITY), OR OTHERWISE.

LIMITATION OF LIABILITY: The remedies of the End-User set forth herein are exclusive and are the sole
remedies for any failure of Company to comply with its obligations hereunder. In no event shall Company
be liable in contract, in tort (including negligence or strict liability), or otherwise for damage to property
or equipment other than the Products, including loss of profits or revenue, loss of use of Products, loss of
data, cost of capital, claims of customers of the End-User or any special, indirect, incidental, or
consequential damages whatsoever. The total cumulative liability of Company hereunder whether the
claims are based in contract (including indemnity), in tort (including negligence or strict liability) or
otherwise, shall not exceed the price of the Product on which such liability is based.

Company shall not be responsible for failure to provide service or parts due to causes beyond Company's
reasonable control.

END-USER'S OBLIGATIONS: In order to receive the benefits of this Warranty, the End-User must use the
Product in a normal way; follow the Product's user's guide; and protect against further damage to the
Product if there is a covered defect.

OTHER LIMITATIONS: Company's obligations under this Warranty are expressly conditioned upon receipt
by Company of all payments due to it (including interest charges, if any). During such time as Company
has not received payment of any amount due to it for the Product, in accordance with the contract terms
under which the Product is sold, Company shall have no obligation under this Warranty. Also during such
time, the period of this Warranty shall continue to run and the expiration of this Warranty shall not be
extended upon payment of any overdue or unpaid amounts.

COSTS NOT RELATED TO WARRANTY: The End-User shall be invoiced for, and shall pay for, all services not
expressly provided for by the terms of this Warranty, including without limitation, site calls involving an
inspection that determines no corrective maintenance is required. Any costs for replacement equipment,
installation, materials, freight charges, travel expenses, or labor of Company representatives outside the
terms of this Warranty will be borne by the End-User.

OBTAINING WARRANTY SERVICE: In the USA, call the Customer Reliability Center 7x24 at 800-356-5737.
Outside of the USA, contact your local Eaton product sales or service representative. For comments or
questions about this Warranty, write to the Customer Quality Representative, 3301 Spring Forest Road,
Raleigh, North Carolina 27616 USA.
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Load Protection Guarantee (US and Canada)

Eaton UPS Models 3105, 5110, 5115, 5125, 5130, 9120, 9125, 9130, 9135, 9140, 9150, 9155,
9170+, and FERRUPS

GUARANTOR: The Guarantor for the load protection guaranty set forth herein is Eaton Corporation, an
Ohio Corporation company (“Company”).

LIMITED GUARANTY: This load protection guaranty (this “Guaranty”) applies only to the original End-User
(the “End-User”) of any Eaton 3105, 5110, 5115, 5125, 5130, 9120, 9125, 9130, 9135, 9140, 9150, 9155, 9170+, and
FERRUPS Products (individually and collectively, the “Product”) and cannot be transferred. This
Guaranty applies even in the event that the Product is initially sold by Company for resale to an End-User.

WHAT THIS GUARANTY COVERS: For the lifetime of the Product, Guarantor promises to repair or replace, at
Guarantor's option, the equipment (valued up to the limits shown below*) that is damaged by an AC power
line surge, spike, or other transient when properly connected to Guarantor's uninterruptible power system
(“UPS”). Reimbursement for or restoration of data loss excluded. This Guaranty applies only if all of the
following circumstances arise:

1. The UPS is plugged into properly grounded and wired outlets, using no extension cords, adapters, other ground
wires, or other electrical connectors;

2. The installation of the UPS complies with all applicable electrical and safety codes described by the National
Electrical Code (NEC);

3. The UPS was used under normal operating conditions and in accordance with all labels and instructions; and

4. The UPS was not damaged by accident (other than AC power line transient), misuse, or abuse.
*Cumulative Limits to be paid by Guarantor under this Load Protection Guaranty:

» $25,000 for Eaton UPS Model 3105

» $150,000 for Eaton UPS Models 5110, 5115, 5125, and 5130

» $250,000 for Eaton UPS Models 9120, 9125, 9130, 9135, 9140, 9150, 9155, 9170+, and FERRUPS products

WHAT THIS GUARANTY DOES NOT COVER: Any reimbursement or repair to End-User's equipment does
not include reimbursement for or restoration of any data loss. This Guaranty does not cover any defects
or damages caused by: (a) failure to properly store the Product before installation, including the charge
of batteries no later than the date indicated on the packaging; (b) shipping and delivery of the Product if
shipping is FOB Factory; (c) neglect, accident, abuse, misuse, misapplication, or incorrect installation of
Product; (d) repair or alteration of Product not authorized in writing by Company personnel or
performed by an authorized Company Customer Service Engineer or Agent; (e) improper testing,
operation, maintenance, adjustment, or modification of any kind to the Product not authorized in writing
by Company personnel or performed by an authorized Company Customer Service Engineer or Agent; or
(f) use of the Product under other than normal operating conditions or in a manner inconsistent with the
Product's labels or instructions.

This Guaranty is not valid: (a) unless the End-User returns to Company the Warranty Registration Card within
thirty (30) days of purchase; or (b) if the Product’s serial numbers have been removed or are illegible.

Company shall not be responsible for any charges for testing, checking, removal, or installation of any
items.
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LIMITATION OF LIABILITY: THE REMEDIES OF THE END-USER SET FORTH HEREIN ARE EXCLUSIVE AND ARE THE
SOLE REMEDIES FOR ANY FAILURE OF COMPANY TO COMPLY WITH ITS OBLIGATIONS HEREUNDER. EXCEPT AS
OTHERWISE PROVIDED FOR IN THIS GUARANTY, IN NO EVENT SHALL COMPANY BE LIABLE IN CONTRACT, IN TORT
(INCLUDING NEGLIGENCE OR STRICT LIABILITY), OR OTHERWISE FOR DAMAGE TO PROPERTY OR EQUIPMENT OTHER
THAN THE PRODUCTS, INCLUDING LOSS OF PROFITS OR REVENUE, LOSS OF USE OF PRODUCTS, LOSS OF DATA, COST
OF CAPITAL, CLAIMS OF CUSTOMERS OF THE END-USER OR ANY SPECIAL, INDIRECT, INCIDENTAL, OR
CONSEQUENTIAL DAMAGES WHATSOEVER. THE TOTAL CUMULATIVE LIABILITY OF COMPANY HEREUNDER WHETHER
THE CLAIMS ARE BASED IN CONTRACT (INCLUDING INDEMNITY), IN TORT (INCLUDING NEGLIGENCE OR STRICT
LIABILITY) OR OTHERWISE, SHALL NOT EXCEED THOSE SET FORTH ABOVE.

Company shall not be responsible for failure to provide repair or replacement under this Guaranty due to
causes beyond Company's reasonable control.

END-USER'S OBLIGATIONS: In order to receive the benefits of this Guaranty, the End-User must use the
Product in a normal way; follow the Product's user's guide; and protect against further damage to the
Product if there is a covered defect.

OTHER LIMITATIONS: Company's obligations under this Guaranty are expressly conditioned upon receipt
by Company of all payments due to it (including interest charges, if any). During such time as Company
has not received payment of any amount due to it for the Product, in accordance with the contract terms
under which the Product is sold, Company shall have no obligation under this Guaranty.

COSTS NOT RELATED TO GUARANTY: The End-User shall be invoiced for, and shall pay for, all services not
expressly provided for by the terms of this Guaranty, including without limitation, site calls involving an
inspection that determines no corrective maintenance is required. Any costs for replacement equipment,
installation, materials, freight charges, travel expenses, or labor of Company representatives outside the
terms of this Guaranty will be borne by the End-User.

TO MAKE A CLAIM: In the USA, call the Customer Reliability Center 7x24 at 800-356-5737. Outside of the
USA, contact your local Eaton product sales or service representative. For comments or questions about
this Load Protection Guaranty, write to the Customer Quality Representative, 3301 Spring Forest Road,
Raleigh, North Carolina 27616 USA.
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Alarm Code Summary

See “Troubleshooting” on page 61 for more information.
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